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TRUSS IS SYMMETRICAL @ C/L
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N N N = BULDING TYPE
® OPEN POLE BARN =
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= 57012 MAX STORAGE STRUCTURE
A3 ' TYP. ‘ 8'TO 16’ POST HEIGHT BUILDING DIMENSIONS
25 MAX >< 25' MAX 6X6 PT POST UP TO 40’ WIDE X 12' EAVE
TYP I CAL TRUSS DETAI L 8X8 PT POST ON EAVE GREATER THAN 12’ 24' X 60’ X 14' POLE BARN _
8X8 PT POST ON WIDTH GREATER THAN 40’ % 5
PER POST/FOUDATION DETAIL S 5
SCALE : N.T.S. % 5 2
CUTLISTOF MATERIALS = , ) ©) PROJECT LOCATION/NAME C/) :
ITEM NUMBER 5 16’ MIN TO 240° MAX -
NO. DESCRIPTION LENGTH REQUIRED MATERIAL 8 [.') MANGELLI CARMINE Cz)
A1 TOP CHORD LL2X 2 X 3/16* 26'3 % 2 50 KSI FABRICATION NOTES: = 1545 SW NAUTILUS ROAD D >
A2 BOTTOM CHORD LL2 X2 X 3/16* 26'3 2" 2 50 KSI 1. ALL WELDS SHALL ADHERE TO AWS STANDARDS. c© ! LAKE CITY. FL -~ 0
A3 VERTICALCHORD LL2X2X3/16* 1-6" 4 50 KSI 2. ALL STEEL AND FABRICATION SHALL ADHERE TO ASCI STANDARDS. ’ >
A4 VERTICALCHORD L11/2X11/2X3/16 1-6" 4 50 KSI 3. ALL FASTENERS SHALL BE INSTALLED PER MANUFACTURERS SPECIFICATIONS. : LLI u
A5 TIE L1-1/2X1-1/2X 3/16 4-8” 2 A36 4. CONTRACTO%|§NRSE'I'SRF;J%NI'?C|)%§£I?(§tI(E';‘MPORARY AND m g
A6 TIE L1-1/2X1-1/2X3/16 256" 1 A36 PERMANENT . .
w1 WEB L1-1/4 X 1-1/4 X 316 1'-8" 48 A36 5. PURLINS SHALL BE 2X6 #2 SYP (MAX SPACE @2-0" 0.C) BARE GROUND TYPICAL GENERAL NOTES:
W2 WEB L1-1/4 X 1-1/4 X 3116 1'-9 1/8" 2 A36 6. ALL DIMENSIONS SHALL BE VERIFIED BY FABRICATOR PRIOR TO FABRICATING. ’ :
B1 BASE LL2X 2 X 3/16* 51/2" 2 50 KSI - OPTIONAL -
NOTE: LL * DENOTES DOUBLE ANGELS 4” CONCRETE SLAB W/FIBERMESH OR WWM OVER 6MIL PLASTIC 1. ALL CONSTRUCTION SHALL BE PROVIDED IN ACCORDANCE WITH THE
TRUSS DESIGN CAN BE USED FOR TRUSS LENGTHS SHORTER THAN 50 FEET. o D e CoDEAND ASUE 10 I CODES FOR
ITEM QUANTITY AND DIMENSIONS ARE TO BE MODIFIED FOR SHORTER TRUSS LENGTHS. B WS 4 WSSO 4 ) WS €< WO 2. ALL ROOFING TO BE MIN 29 GAUGE OR BETTER, ATTACHED 10 o o
DISTANCE FROM A1 TO A2 ALONG A4 MUST BE 18" ON ALL MODIFIED LENGTHS FOUNDATION PLAN TRUSSES 8' TO 12' MAX 0.C. LAYOUT PURLINS AS SHOWN. KU
et 3. ALL CONCRETE WORK SHALL BE 3000 PSI AT 28 DAYS. CONTROL Digit T7Ea ek
SCALE : N.T.S. JOINTS SHALL BE CUT AT DISTANCES NO GREATER THAN 15 Carol Chadwick
ELECTRICAL CONDUIT AND OTHER PIPES TO BE EMBEDDED IN DN: c=US, o=Florida,
STANDARD RIDGE CAP TRUSS AND PURLIN LAYOUT STRUCTURAL CONCRETE FLOOR SLABS SHALL BE PLACED IN dnQualifier=A01410D
- : ACCORDANCE WITH ACI-318, PARAGRAPH 6.3, oa0018DA63BAL7500
29 GA. METAL ROOFING V(V%fsﬁjl Y2 WOOD SCREW b on METAL ROOFING SCALE :N.T.S. 4. MINIMUM SOIL BEARING SHALL BE ASSUMED AT 2000 PSF Chadwick
(1)#9x1%" SDS W/WASHER ON LAST SHEET ‘ Rl AN TiM 29 GA METAL ROOFING fﬁ /i\NLLLJ l\-'//\ilgEL?F\a/\ésﬁa é'\é% gggRS SHALL BE INSTALLED PER Dote: 202606.05
@ EACH HIGH RIB '
2x6 PURLINS AT 24° O.C: s e s 6. ALL STEEL BUILDING MATERIALS ARE FLOOD RESISTANT AND WILL
(1)#9x1'/5" SDS W/WASHER @ /X [ NOT BE DAMAGED BY FLOOD OR RAIN.
vy 24" 0.C. ON ROOF AND 12~ AN 7. DESIGN LOADINGS:
14 GA. PURLIN CLIP ] s (291727 SCREWS ON EACH SIDE R A T * ROOF LIVE LOAD - 20 PSF %)
< ! 7 2x6_SOUTHERN YELLOW DEAD LOADS: =
4,/ LA ~ PINE ROOF © 247 0.C. TRUSS SPACING @12 - DL =6 PSF g:ﬁ ™
i1z (2)#9x14" SCREWS ON EACH SIDE TRUSS SPACING @ 10" - DL =9 PSF o =
OF CLIP N =
" = I— _I
| . PINE ROOF @ 247 0.C. WIND RISK CATEGORY - 1 ) =)
IIW / (2) #9x17/2" SCREWS ON EACH SIDE —— METAL TRUSS SEE EXPOSURE CATEGORY - B (@) o
A METAL TRUSS SEE OF CLIP b1 POST 48" DEPTH MIN SPECIFICATIONS IMPORTANCE FACTOR - 1.0 D =
SPECIFICATIONS SET IN CONCRETE 18" DIA. BUILDING CATEGORY | o oc
2 8. WOOD FRAMING AND FASTENERS TO MEET NDS-2012 L <C
REQUIREMENTS. > M
9. FASTENER REQUIREMENTS: (1) ALL NAILS ARE COMMON GALVANIZED [ 35 L
METAL TRUSS SEE (3)s* HEX BOLTS RAKE DETAIL (2) ALL BOLTS ARE TO BE GALVANIZED STEEL AND INCLUDE NUTS AND o0 e
SPECIFICATIONS FRAME TO FRAME SCALE : N.TS. WASHERS (3) ALL OTHER HARDWARE (SIMPSON, ETC.) IS TO BE @) o
PURLIN CONNECTION ] INSTALLED ACCORDING TO THE MANUFACTUERER'S SPECIFICATIONS L
RIDGE DETAIL SCALE : N.TSS. DESIGN STATEMENT: 10. NAILING SIZE AND NUMBER SHALL SATISFY TABLES 2306.2.(1), . = <C
6x6 or 8x8 Post 29 GA. METAL ROOFING 2306.3.(1) AND 2306.3.(#) foc UNLESS OTHERWISE INDICATED. &) — O
SCALE : N.T.S. (1)49x17/" SDS W/WASHER THESE PLANS WERE DESIGNED FOLLOWING THE 2023 8TH EDITION FLORIDA 11. ALL FASTENERS EXPOSED TO THE WEATHER SHALL BE TREATED |5 o Q-
% o Lt nan’ RIB BUILDING CODE AND ASCE 7-10. INCLUDING CHAPTER 16 ON STRUCTURAL DESIGN.  FOR WEATHER RESISTANCE AND COMPATIBLE WITH THE PRESSURE |9 o >
& AN ULTIMATE WIND SPEED OF 170 MPH, (3 SECOND GUST) IN WIND EXPOSURE TREATED WOODS USED. o &
ﬁ CATEGORY 'B". THIS STRUCTURE HAS BEEN DESIGNED AS RISK CATEGORY . THE 15 A|| WOOD TO BE #2 YP OR BETTER, ALL WOOD TO BE IN CONTACT
(2)4#9x17y* SCREWS ON EACH SIDE COMPONENTS AND CLADDING WERE DESIGNED BASED ON A WIND PRESSURE. WITH CONCRETE TO BE P.T.
v / oF OLIP THIS STRUCTURE HAS BEEN DESIGNED AS EITHER AN OPEN/ENCLOSED OR 13. INTERNAL PRESSURE COEFFICIENT = 0 OPEN
PARTIALLY ENCLOSED STRUCTURE AS PER PLAN NOTES. 14 COMPONENTS / CLADDING
_— A p ZONE 1 = +/- 30 PSF
A12" X 2" X 3/16" - 2“ g 2x6 PURLINS AT 24" O.C. ZONE 2 = +30 PSE / -53 PSE
0 Al ZONE 3 = +3 PSF / -83 PSF oty Build,
i = 1/2" BOLTS (MIN. GRADE 5) e &
N = : 14 GA. PURLIN CLIP 29 CGA. METAL ROOFING (MIN. 3 REQUIRED-TYP.)
L MIN 2 REQ'D 1/2” HEX + Reviewed
D BOLTS THROUGH POST TO~/ . STANDARD RIDGE CAP for Code
-1/4” X 1-1/4" » TRUSS FRAME
W1 1-1/4” X 1-1/4" X 3/16 K | S 2x6 PURLINS AT 2470.C. (1) #9x15" SDS W/ Compliance
Yo |/ s % (1ST 3 @ 12" 0.C.) WASHER @ EACH HIGH RIB
% TIE1 %ﬁ:&gg”fgs&&ﬁu%uss T (2) #9x 1;/Iz[;IE Sg EEZV I_SI PON e ot
" " ” L METAL TRUSS SEE
Rem R XA XL‘ 3 "Srearicatons SPECIFICATIONS 14 GA PURLIN €L 2x6 RAT RUNS FASTENED TO
< X
o J TRUSS CLIP w/ (2) EA. #9x11%"
- LEAN TO CONNECTION DETAIL : 2
N PER CLIP
115"x1Y/p"x%6" TRUSS SCALE :N.T.S. \ 3 ) . ;
TIE BOLTED 10 EACH TRUSS \_— ’ : SEE TRUSS TIE 11/2"x17/2"x%16" TRUSS
SECTION m TIE © EACH TRUSS 7_ CONNECTION TIE BOLTED TO EACH Av
SCALE : N.TS. \—J /‘ METAL TRUSS SEE TRUSS TIE @ EACH TRUSS B VARIES 112 1032
1/2" THROUGH BOLTS SPECIFICATIONS i_§ ; ,
TRUSS TIE CONNECTION (MIN. 2 REQUIRED-TYP.) ‘ : u
SCALE : N.T.S.
NS 8 TO 16' POST HEIGHT
: : 6X6 PT POST UP TO 40’ WIDE X 12' EAVE
14 GA PURLIN CLIP POSTHEIGHT 8'TO 16 8X8 PT POST ON EAVE GREATER THAN 12’
' 8X8 PT POST ON WIDTH GREATER THAN 40’
/s 2
TRUSS BEARING SEAT FOR GRADE 5 8'TO 50' MAX SHOWN WITH OPTIONAL
A1 2u X 2u X 3/1 6» ga\FB)LOEFTPROUSSTS(6X6 TYP) FOR 44 v',, = LEAN TO
B == I 8 TO 30" MAX
N ;mgmgmgmgwl OR WWM 6X6 OVER TERMITE TREATED SOIL
\ N { B1 2" X 2 X 3/16" g R [T T=] =] 3000 PSI, WITH VISQUEEN VAPOR BARRIER GRADE
A4 2" X 2" X 3/16” / / N SR I S —Mﬁgmglzl
\ EID ‘ Ng Ik B T T NS, TN SR T s T U SR e C RS SV S ST i U L S R
LATERAL BRACE CLIP I \d' <.._: : 4: ‘. (2) #5 REBAR X 12,, DRlLLED " - ‘,t T : - D R A T S T S A R T T e T T T T BT T L ST A AT I T ._--. ‘ cel . - :
Ve L V2 e B THROUGH POST EACH WAY MR \ , SEE POST/FOUNDATION sl
\ ) o SN OPTIONAL 4" SLAB DETatl \\ . §
2 o o I 2
Dl v - ': "‘ \d_ \d-
4 7 \ A b Tk SHEETNO.
/ ~ A3 2" X 2" X 316" 18"  CONC. FOOTER S el L -
A2 2" X 2" X 3/16" g
SECTION /B TRUSS SEAT DETAIL GABLE END VIEW - SHOWN WITH OPTIONAL LEAN TO 1 Of 1
SCALE : N.T.S. - SCALE : N.T:S.
\—/ POST/FOUNDATION DETAIL LEAN TO OPTION CAN BE ON EITHER OR BOTH SIDES
SCALE : N.T:S. SCALE:N.T.S.
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