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OUKDATION PLAN: EMBEDDED POST ~

SCALE: 1/4'=1"

FRAMING NOTES

o G%G’ BRACING AT EACH CORNER IN BOTH DIRECTIONS
* RAFTERS: 2XI0OSP#3 @ 16'O.C.

s RIDGE BOARD: 2X|2 OR LVL EQUAL

o GABLE END PURLINS: 2XG @ 45°

s COLLARTIES: 2X4 @ 48" O.C.

PIRPUN
T serap pook bo header

HT o

CONNECTION DETAIL

NOT TOSCALE

NOTE

Sumpson Strong-Tie Co. Strong-Drive SONVC TRUSS Screws may be used for vpkit connection
n bew of straps. Stong-Drve SDWC TRUSS Screws to be intdlled per mandacturars

spechcabons.

Smpson Strong-Tie Co. Titen HD Heavy-Duty Screw Anchors Si87 x 87, maxmum spacng of
42" a.c., may be vsed in lies of 5/8%10* anchor boits with 3'%3%1/8" washer.  Titen HD

Heavy-Duty Screw Anchors shal be installed per mamilachirer’s spechcations.

ROOF SHEATHING FASTENING

«  4'0.C. GABLE END

*  G'O.C. EDGES (ALL ZONES)

«  G'OC. INTERMEDIATE FRAMING (ZONE 3)

©  12'0.C. INTERMEDIATE FRAMING (ZONES | 4 2)

SEE FIGURE R803.2.3.1, SECTION R803.1, 2017 AORDA BUILDING CODE -

RESIDENTIAL, SIXTH EDITION FOR ROOF SHEATHING NAILING ZONES

ROOF NOTES

ROOF TCH LESS THEN 4/12 DEL LAYER OF UNDERLAYMENT 15 REGURTD
OVERIAP ROOFING UNDERLAYMENT 4YMIN) OVER HIPS AND RIDGES

BUTTON CAF NALLS ARE USED TOFASTEN TOROOR DECK WHEN SHIN INSTAUFD
SAME DAY

DRIP ovR AT AT EAVES
Npgoor THE CORRECT SZE FORTHE.
PENETRATICH

METAL ROOMNG ATTAGHED W/ CORRECT
14 GPACE |15 MAINTAINED BETWEEN THE END OF THE GUTTER AND THE WALL CLADDING.

RING PAVILION
FOUNDATION DETALS




