
A2001

B1

A2001

C1

A2001

D1

A2011

B1

A2011

C1

A2011

D1

A2011

A1

171615.51514.5141311.411.110.410.110

A.1

C

C.5

D

D.5

E

E.5

F

F.5

G

H.9

K.1

K.5

K.9

K.9

R17.5 R22R19.5R19R18

RA

RA.6

18.59.598.5876.565.554.543.532.52

1

0.9 3.22.1

9.6 10.7 11.6

UU

L.8

M.8

R.1

S

A.5

B

B.5

18.1 18.917.2 19.8 20.9 21.9 23

B.9

D.2

E.2

F.6

G.8

H.8

A.8

17.6 20.3 21.3 22.4

B.2

C.6

D.8

E.9

G.2

H.4

EXISTING AREA 1

A1111

A1

A4111

A1

D1
A3001

D1
A3001

C3
A3002

B1
A3001

B1
A3001

C1
A3002

29
8'

-1
1"

60
'-7

 1
/4

"

314'-5 1/2"

110'-0"

A4113

A1

1. 0'-0" ELEVATION REFERS TO DATUM ELEVATION xxxx
2. ALL EQUIPMENT IS ILLUSTRATED FOR REFERENCE 

PURPOSES ONLY.
3. COORDINATE ALL WALL BLOCKOUTS/OPENINGS FOR 

EQUIPMENT AND BUILDING SERVICES WITH THEIR 
RESPECTIVE DRAWINGS.

4. REFER TO WALL CURB SECTIONS ON SHEET A500x.
5. ALL PLUMBING FIXTURES ARE LOCATED FROM COLUMN 

GRIDS UNLESS NOTED OTHERWISE.
6. ARMOR JOINTS TO BE LOCATED WHERE SHOWN ON 

PLANS ("AJ") AND AT ALL EXPANSION JOINTS, 
CONSTRUCTION JOINTS, DISSIMILAR FLOOR FINISHES, 
AND VEHICULAR TRAFFIC DOORS. SEE DETAIL x/S500x.
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US COLD STORAGE

PHASE III EXPANSION

OVERALL FIRST FLOOR
PLAN

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/32" = 1'-0"
A1

OVERALL FIRST FLOOR PLAN
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EXISTING NEW
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WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

SOLID TILT UP CONCRETE WALLSOLID TILT UP CONCRETE WALL
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1. CONTRACTOR SHALL ENGAGE A QUALIFIED 
PROFESSIONAL ENGINEER TO DESIGN/ENGINEER COLD-
FORMED STEEL FRAMING. ACCOMMODATE DEFLECTION 
AS INDICATED ON THE STRUCTURAL DRAWINGS. 
CONTRACTOR SHALL SUBMIT SIGNED AND SEALED SHOP 
DRAWINGS FOR REVIEW AND APPROVAL.

2. REFER TO ROOM FINISH SCHEDULE FOR WALL FINISH / 
COLOR INFORMATION.

3. USE MOISTURE RESISTANT GYPSUM WALL BOARD AT 
THE WALLS IN TOILET ROOMS, BEHIND MILLWORK WITH 
LAVS & JANITOR CLOSETS.

4. ALL PENETRATIONS TROUGH INSULATED METAL PANELS 
(IMP) SHALL BE CONSTRUCTED PER DETAILS IN 5000 
SERIES SHEETS.
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A1111

US COLD STORAGE

PHASE III EXPANSION

PARTIAL FIRST FLOOR
PLAN - AREA 1

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

TYPE DESCRIPTION

6-2 6" METAL STUDS WITH 5/8" GYPSUM WALL BOARD
ON BOTH SIDES

358-1-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON ONE SIDE WITH BATT INSULATION

358-2-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON BOTH SIDES WITH BATT INSULATION

CIP8 8" CAST-IN-PLACE CONCRETE WALL

IMP2-PP 2" INSULATED METAL PANEL

IMP4-PP 4" INSULATED METAL PANEL

IMP5-PP 5" INSULATED METAL PANEL

IMP6-PP 6" INSULATED METAL PANEL

TU9-01 9 1/4" SOLID TILT-UP CONCRETE WALL

SCALE:  1/16" = 1'-0"
A1

PARTIAL FIRST FLOOR PLAN - AREA 1

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

0' 8' 16' 32'4'

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023
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B.9

D.2

E.2

F.6

G.8

H.8

A.8

17.6 20.3 21.3 22.4

B.2

C.6

D.8

E.9

G.2

H.4

EXISTING AREA 1

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

SOLID TILT UP CONCRETE WALLSOLID TILT UP CONCRETE WALL
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A1112

US COLD STORAGE

PHASE III EXPANSION

PARTIAL FIRST FLOOR
EQUIPMENT PLAN - AREA

1

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/16" = 1'-0"
A1

PARTIAL FIRST FLOOR EQUIPMENT PLAN - AREA 1

0' 8' 16' 32'4'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

TYPE DESCRIPTION

6-2 6" METAL STUDS WITH 5/8" GYPSUM WALL BOARD
ON BOTH SIDES

358-1-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON ONE SIDE WITH BATT INSULATION

358-2-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON BOTH SIDES WITH BATT INSULATION

CIP8 8" CAST-IN-PLACE CONCRETE WALL

IMP2-PP 2" INSULATED METAL PANEL

IMP4-PP 4" INSULATED METAL PANEL

IMP5-PP 5" INSULATED METAL PANEL

IMP6-PP 6" INSULATED METAL PANEL

TU9-01 9 1/4" SOLID TILT-UP CONCRETE WALL

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023

A DESIGN DEVELOPMENT 1 03/06/2023

Tanya Frantzen Tillett
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EXISTING AREA 1

FREEZER

101

(-20 F)

CATWALK - PAINTED STEEL 
BAR GRATING W/ PAINTED 
STEEL GUARD RAILING - SEE 
STRUCTURAL

CATWALK - PAINTED STEEL 
BAR GRATING W/ PAINTED 

STEEL GUARD RAILING - SEE 
STRUCTURAL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

SOLID TILT UP CONCRETE WALLSOLID TILT UP CONCRETE WALL

2

A

B

D

21

PROJECT INFORMATION

SHEET ID

SHEET TITLE

REVISIONS

DATE ISSUED:

REVIEWED BY:

A/EOR:

DESIGNED BY:

PROJECT NUMBER:

1 3

3

4

4 5

5

C

OWNER

SEAL

CONSULTANT

PRINT IN COLOR

TAKING SOLUTIONS FURTHER

OPERATING AS:
THE STELLAR GROUP

2900 HARTLEY ROAD, JACKSONVILLE, FL. 32257 (904) 260-2900
WWW.STELLAR.NET

FLORIDA ARCHITECTURAL LICENSE NO. AR0013370
FLORIDA ENGINEERING LICENSE NO. CA5930

The Stellar Group, Inc. 
All rights reserved. No part of this work may be used, 
reproduced, distributed, displayed, or otherwise 
communicated in any form or by any means without the 
prior written consent of The Stellar Group, Inc.

5
/2

5
/2

0
2
3

 7
:2

9
:0

5
 P

M
B

IM
 3

6
0

:/
/0

7
3
6

6
_

U
n
it
e

d
 S

ta
te

s
 C

o
ld

 S
to

ra
g

e
 B

u
ild

in
g

 E
x
p
a

n
s
io

n
 P

h
a
s
e

 I
II
 F

L
/0

7
3
6

6
_

P
H

A
S

E
 I
II
_

A
_
R

2
0

.r
v
t

A1113

US COLD STORAGE

PHASE III EXPANSION

PARTIAL FIRST FLOOR
CATWALK PLAN - AREA 1

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/16" = 1'-0"
A1

A_FP4113_PARTIAL FIRST FLOOR CATWALK PLAN - AREA 1

TYPE DESCRIPTION

6-2 6" METAL STUDS WITH 5/8" GYPSUM WALL BOARD
ON BOTH SIDES

358-1-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON ONE SIDE WITH BATT INSULATION

358-2-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON BOTH SIDES WITH BATT INSULATION

CIP8 8" CAST-IN-PLACE CONCRETE WALL

IMP2-PP 2" INSULATED METAL PANEL

IMP4-PP 4" INSULATED METAL PANEL

IMP5-PP 5" INSULATED METAL PANEL

IMP6-PP 6" INSULATED METAL PANEL

TU9-01 9 1/4" SOLID TILT-UP CONCRETE WALL
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EXISTING NEW
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20.517.2

K.9

EXISTING

11.610.7
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23

K.1

23
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EXISTING AREA 1

60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC POLYOLEFIN) ROOF MEMBRANE OVER 
2 LAYERS OF MECHANICALLY FASTENED 4" THICK (8" TOTAL) POLYISOCYANURATE 
INSULATION (R-50 MIN.) OVER 1 1/2" GALVANIZED METAL DECK. 
TPO ROOF COLOR TO BE WHITE.

1/
4"

 / 
12

"

1/
4"

 / 
12

"

1/
4"

 / 
12

"

1/
4"

 / 
12

"

1/
4"

 / 
12

"

HIGH ROOF

LOW ROOF

D1
A3001

D1
A3001

C3
A3002

C3
A3002

B1
A3001

B1
A3001

C1
A3002

C1
A3002

A1411

A1

60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC 
POLYOLEFIN) ROOF MEMBRANE OVER 2 LAYERS OF 
MECHANICALLY FASTENED 2.5" THICK (5" TOTAL) 
POLYISOCYANURATE INSULATION (R-30 MIN.) OVER 1 
1/2" GALVANIZED METAL DECK. 
TPO ROOF COLOR TO BE WHITE.

A4113

A3

A4111

D1

FALL PROTECTION ZONE

FALL PROTECTION ZONE

18
'-0

"

18'-0"

18
'-0

"

18'-0"

14
9'

-1
0 

1/
2"

14
9'

-1
0 

1/
2"

32'-0 1/2"

SHEET NOTES

1. CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO 
CONSTRUCTION.  NOTIFY ARCHITECT IF DISCREPANCIES 
OR CONFLICTS ARE AROUND.

2. ALL ROOF TOP EQUIPMENT IS ILLUSTRATED FOR 
REFERENCE PURPOSES ONLY.  REFER TO EACH 
DISCIPLINE'S DRAWINGS FOR ADDITIONAL INFORMATION.

3. KEEP ALL ROOF TOP EQUIPMENT AND MAINTENANCE 
AREAS 18'-0" MINIMUM AWAY FROM ALL ROOF EDGES.  IF 
THESE CLEARANCES ARE NOT ABLE TO BE MAINTAINED, 
FALL PROTECTION GUARD RAILS WILL BE REQUIRED.  
PROVIDE GUARDRAIL WHERE ACCESS OR WALK PADS 
OCCUR WITHIN THE FALL PROTECTION ZONE.

4. ANY DIMENSIONS LOCATING THE CENTERLINE OF PIPE 
STAND/CROSSOVER STAIRS ARE APPROXIMATE.  GENERAL 
CONTRACTOR SHALL FIELD VERIFY WITH EXISTING 
CONDITIONS.

5. ALL ROOF TOP EQUIPMENT AND ROOF PENETRATING DUCT 
LARGER THAN 2'-6" TO HAVE TAPERED ROOF INSULATION 
CRICKETS ON UPHILL SIDE.  CRICKET SLOPE TO BE 2x 
ROOF SLOPE.

6. PROVIDE 4'X4' 1/2" EXTERIOR GLASS FIBER MAT GYPSUM 
SHEATHING (DENSDECK OR APPROVED EQUAL) UNDER 
ROOF MEMBRANE AT LANDINGS AT STAIRS, CROSSOVERS, 
LADDERS AND DOORS WHERE APPLICABLE.

7. PROVIDE SPLASH BLOCKS AT DOWNSPOUTS.

ROOF DRAINAGE CALCULATIONS

REFERENCE:
INTERNATIONAL PLUMBING CODE, PLUMBING, 2018

ROOF AREA A : 47,200 SF
ROOF AREA B : 47,200 SF
ROOF AREA C :   7,142 SF

GUTTER AND DOWNSPOUT SIZING CALCULATIONS
SEE ROOF PLANS FOR DOWNSPOUT LOCATIONS

100 YR STORM, 1-HOUR RAINFALL
4.25" (IPC, FIGURE 1106.1)

HIGH ROOF 60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC POLYOLEFIN) ROOF MEMBRANE OVER 2 LAYERS OF 
MECHANICALLY FASTENED 4" THICK (8" TOTAL) POLYISOCYANURATE INSULATION (R-50 MIN.) OVER 1 1/2" GALVANIZED 
METAL DECK. 
TPO ROOF COLOR TO BE WHITE.

LOW ROOF 60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC POLYOLEFIN) ROOF MEMBRANE OVER 2 LAYERS OF 
MECHANICALLY FASTENED 2.5" THICK (5" TOTAL) POLYISOCYANURATE INSULATION (R-30 MIN.) OVER 1 1/2" GALVANIZED 
METAL DECK. 
TPO ROOF COLOR TO BE WHITE.

ROOFING SYSTEM

AREA A  SF - (12) 6" X 6"  DOWNSPOUTS 10" W X 9" H GUTTER
FLOW RATE = (0.0104)x(IPH)x(ROOF AREA) = GPM

IPC INTENSITY (0.0104)x(4.25)x (42,100)   =  1,861
DOWNSPOUT SPACING  ± 27'
LENGTH OF GUTTER = 315' / 27' = 12 DOWNSPOUTS
GPM PER DOWNSPOUT ~ 1861 GPM / 12 DS =   155 GPM PER DOWNSPOUT
DOWNSPOUT SIZING
PER IPC TABLE 1106.3 ~ MINIMUM 4" x 4" VERTICAL LEADER FOR 155 GPM CAPACITY
USE 6"x6" DOWNSPOUT

GUTTER SIZING
PER IPC TABLE 1106.6  ~ MINIMUM 3" x 5" GUTTER (1/4" SLOPE) FOR 155 GPM CAPACITY 
USE 10"W x 9"H GUTTER TO ACCOMMODATE DS SIZE

ROOF AREA KEY PLAN

ROOF NAV SYSTEMS

AREA B  SF - (12) 8" X 8"  DOWNSPOUTS 10" W X 9" H GUTTER
FLOW RATE = (0.0104)x(IPH)x(ROOF AREA) = GPM

IPC INTENSITY (0.0104)x(4.25)x (42,100)   = 1,861 GPM
DOWNSPOUT SPACING  ± 28'
LENGTH OF GUTTER = 315' / 28' = 12 DOWNSPOUTS
GPM PER DOWNSPOUT ~ 1861 GPM / 12 DS =   155 GPM PER DOWNSPOUT
DOWNSPOUT SIZING
PER IPC TABLE 1106.3 ~ MINIMUM 4" x 4" VERTICAL LEADER FOR 155 GPM CAPACITY
USE 6"x6" DOWNSPOUT

GUTTER SIZING
PER IPC TABLE 1106.6  ~ MINIMUM 3" x 5" GUTTER (1/4" SLOPE) FOR 155 GPM CAPACITY 
USE 10"W x 9"H GUTTER TO ACCOMMODATE DS SIZE

60% OF GUTTER LENGTH AND DOWNSPOUTS ARE PART OF EXISTING BUILDING

AREA C  SF - (19) 8" X 8"  DOWNSPOUTS 10" W X 9" H GUTTER
FLOW RATE = (0.0104)x(IPH)x(ROOF AREA) = GPM

IPC INTENSITY (0.0104)x(4.25)x (27,544)   = 1,217 GPM
DOWNSPOUT SPACING  ± 28'
LENGTH OF GUTTER = 483' / 25' = 17 DOWNSPOUTS
GPM PER DOWNSPOUT ~ 1,217 GPM / 19 DS =   64 GPM PER DOWNSPOUT
DOWNSPOUT SIZING
PER IPC TABLE 1106.3 ~ MINIMUM 3" x 3" VERTICAL LEADER FOR 64 GPM CAPACITY
USE 5"x5" DOWNSPOUT

GUTTER SIZING
PER IPC TABLE 1106.6  ~ MINIMUM 5" x 5" GUTTER (1/4" SLOPE) FOR 64 GPM CAPACITY 
USE 6"W x 5"H GUTTER TO ACCOMMODATE DS SIZE

70% OF GUTTER LENGTH AND DOWNSPOUTS ARE PART OF EXISTING BUILDING
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ROOF STAIR 
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C1
A3002

C1
A3002

C1
A3001

C1
A3001

A1
A3002

A1
A3002

A1
A3001

A1
A3001

HIGH ROOF - 60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC POLYOLEFIN) ROOF MEMBRANE OVER 2 LAYERS OF MECHANICALLY FASTENED 4" 
THICK (8" TOTAL) POLYISOCYANURATE INSULATION (R-50 MIN.) OVER 1 1/2" GALVANIZED METAL DECK. 

TPO ROOF COLOR TO BE WHITE.

LOW ROOF - 60 MIL., SINGLE PLY T.P.O. 
(THERMOPLASTIC POLYOLEFIN) ROOF 

MEMBRANE OVER 2 LAYERS OF MECHANICALLY 
FASTENED 2.5" THICK (5" TOTAL) 

POLYISOCYANURATE INSULATION (R-30 MIN.) 
OVER 1 1/2" GALVANIZED METAL DECK. 

TPO ROOF COLOR TO BE WHITE.

A4614

D1
A4613

D1

FALL PROTECTION ZONE

FALL PROTECTION ZONE

18
'-0

"

18
'-0

"

18'-0"

18'-0"

LOW ROOF - 60 MIL., SINGLE PLY T.P.O. 
(THERMOPLASTIC POLYOLEFIN) ROOF 

MEMBRANE OVER 2 LAYERS OF MECHANICALLY 
FASTENED 2.5" THICK (5" TOTAL) 

POLYISOCYANURATE INSULATION (R-30 MIN.) 
OVER 1 1/2" GALVANIZED METAL DECK. 

TPO ROOF COLOR TO BE WHITE.

SHEET NOTES

1. CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO 
CONSTRUCTION.  NOTIFY ARCHITECT IF DISCREPANCIES 
OR CONFLICTS ARE AROUND.

2. ALL ROOF TOP EQUIPMENT IS ILLUSTRATED FOR 
REFERENCE PURPOSES ONLY.  REFER TO EACH 
DISCIPLINE'S DRAWINGS FOR ADDITIONAL INFORMATION.

3. KEEP ALL ROOF TOP EQUIPMENT AND MAINTENANCE 
AREAS 18'-0" MINIMUM AWAY FROM ALL ROOF EDGES.  IF 
THESE CLEARANCES ARE NOT ABLE TO BE MAINTAINED, 
FALL PROTECTION GUARD RAILS WILL BE REQUIRED.  
PROVIDE GUARDRAIL WHERE ACCESS OR WALK PADS 
OCCUR WITHIN THE FALL PROTECTION ZONE.

4. ANY DIMENSIONS LOCATING THE CENTERLINE OF PIPE 
STAND/CROSSOVER STAIRS ARE APPROXIMATE.  GENERAL 
CONTRACTOR SHALL FIELD VERIFY WITH EXISTING 
CONDITIONS.

5. ALL ROOF TOP EQUIPMENT AND ROOF PENETRATING DUCT 
LARGER THAN 2'-6" TO HAVE TAPERED ROOF INSULATION 
CRICKETS ON UPHILL SIDE.  CRICKET SLOPE TO BE 2x 
ROOF SLOPE.

6. PROVIDE 4'X4' 1/2" EXTERIOR GLASS FIBER MAT GYPSUM 
SHEATHING (DENSDECK OR APPROVED EQUAL) UNDER 
ROOF MEMBRANE AT LANDINGS AT STAIRS, CROSSOVERS, 
LADDERS AND DOORS WHERE APPLICABLE.

7. PROVIDE SPLASH BLOCKS AT DOWNSPOUTS.
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EXISTING AREA 1

OPEN TO 
STRUCTURE 

ABOVE

OPEN TO 
STRUCTURE 

ABOVE

BATTERY CHARGING

103

(AMBIENT)
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(35 F)

FREEZER
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C1
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INSULATED METAL PANEL CEILING 
(TYPE I)

CEILING LEGEND

1. ELECTRICAL AND MECHANICAL FIXTURES ARE 
ILLUSTRATED FOR REFERENCE, ONLY. FOR DETAIL 
DESIGN REFER TO THEIR RESPECTIVE DRAWINGS

2. ELEMENTS OF STRUCTURAL DESIGN SHOWN FOR 
ILLUSTRATION, ONLY. REFER TO STRUCTURAL 
DRAWINGS FOR DETAIL INFORMATION.

3. ORIENTATION OF IMP GRIDS SHOWN ON PLANS ARE 
DIAGRAMMATIC ONLY.  REFER TO SUB-CONTRACTOR 
SHOP DRAWINGS FOR LOCATION AND ORIENTATION, 
TYP.

4. AREAS OF THE PLAN NOT DEMARCATED WITH LINES OR 
POCHE ARE EXPOSED STRUCTURE ABOVE U.N.O.

5. CEILING HEIGHT IS MEASURED FROM FINISH FLOOR 
ELEVATION OF THE ROOM REFERENCED, OR TOP OF 
THE WALKABLE (IMP) CEILING PANEL BELOW WHERE IT 
OCCURS

GYPSUM WALL BOARD CEILING 
(TYPE G)

2'-0" x 4'-0" SUSPENDED 
ACOUSTICAL CEILING TILE 
(TYPES H1 & H3)

2'-0" x 2'-0" SUSPENDED 
ACOUSTICAL CEILING TILE 
(TYPES H)

2'-0" x 4'-0" FLUORESCENT LIGHT 
FIXTURE

EMERGENCY 2'-0" x 4'-0" 
FLUORESCENT FIXTURE

FLUORESCENT LIGHT FIXTURE

FLUORESCENT COVE LIGHT 
FIXTURE

RECESSED INCANDESCENT 
LIGHT FIXTURE

EMERGENCY WALL MOUNTED 
FLUORESCENT FIXTURE

RETURN AIR

SUPPLY DIFFUSER

EXHAUST FAN

EXHAUST AIR GRILLE

EXIT LIGHT/SIGN

SHEET NOTES
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OPEN TO 
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ABOVE

D1
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INSULATED METAL PANEL CEILING 
(TYPE I)

CEILING LEGEND

1. ELECTRICAL AND MECHANICAL FIXTURES ARE 
ILLUSTRATED FOR REFERENCE, ONLY. FOR DETAIL 
DESIGN REFER TO THEIR RESPECTIVE DRAWINGS

2. ELEMENTS OF STRUCTURAL DESIGN SHOWN FOR 
ILLUSTRATION, ONLY. REFER TO STRUCTURAL 
DRAWINGS FOR DETAIL INFORMATION.

3. ORIENTATION OF IMP GRIDS SHOWN ON PLANS ARE 
DIAGRAMMATIC ONLY.  REFER TO SUB-CONTRACTOR 
SHOP DRAWINGS FOR LOCATION AND ORIENTATION, 
TYP.

4. AREAS OF THE PLAN NOT DEMARCATED WITH LINES OR 
POCHE ARE EXPOSED STRUCTURE ABOVE U.N.O.

5. CEILING HEIGHT IS MEASURED FROM FINISH FLOOR 
ELEVATION OF THE ROOM REFERENCED, OR TOP OF 
THE WALKABLE (IMP) CEILING PANEL BELOW WHERE IT 
OCCURS
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INSULATED METAL WALL 
(IMP)

A3023

A5

A3021

A3
Sim

2

A

B

D
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A3002

US COLD STORAGE

PHASE III EXPANSION

PARTIAL BUILDING
SECTIONS

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/8" = 1'-0"
C1

PARTIAL BUILDING SECTION

SCALE:  1/8" = 1'-0"
A3

PARTIAL BUILDING SECTION

SCALE:  1/8" = 1'-0"
C3

PARTIAL BUILDING SECTION

0' 8' 16' 32'4'

SCALE:  1/8" = 1'-0"
A1

PARTIAL BUILDING SECTION

0' 8' 16' 32'4'

0' 8' 16' 32'4'

0' 8' 16' 32'4'
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0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

A.8

43'-6"
B/DECK

43'-6"
B/DECK

EXISTING 5" IMP WALL

ROOF SYSTEM:
SEE ROOF PLAN.

PREFINISHED ALUMINUM GUTTER 
AND DOWNSPOUTS:
SEE ROOF PLAN

1'-6"

EXISTING ROOF SYSTEM

EXISTING CONCRETE 
FLOOR

FREEZER

101

(-20 F)

CONCRETE SLAB: 
SEE STRUCTURAL

CATWALK - PAINTED STEEL 
BAR GRATING W/ PAINTED 
STEEL GUARD RAILING - SEE 
STRUCTURAL

5" IMP WALL ATTACHED 
TO TOP OF EXITING IMP 
WALL

EXISTING STEEL 
COLUMN

EXISTING STEEL ROOF 
STRUCTURE

EXISTING STEEL GIRTS

EXISTING CONCRETE 
CURB

EXISTING CONCRETE 
WALL

PAINTED STEEL TUBE - SEE 
STUCTURAL

A5031

B5

A5031

C5

RAIL DOCK

109

0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

H.8

47'-2"
T/STEEL

47'-2"
T/STEEL

C3
A3002

ROOF SYSTEM:
SEE ROOF PLAN.

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

PREFINISHED ALUMINUM GUTTER 
AND DOWNSPOUTS:
SEE ROOF PLAN

ROOF SYSTEM:
SEE ROOF PLAN.

INSULATED CONCRETE 
FLOOR SYSTEM:

SEE STRUCTURAL

CATWALK:
GALVANIZED STEEL GRATING 
RAILING AND FLOORING

CONCRETE SLAB: 
SEE STRUCTURAL

1'-6"

COLD DOCK

102

(35 F)

FREEZER

101

(-20 F)

10'-0"
B/DECK

10'-0"
B/DECK

A5031

B5

A5031

C5

A5011

A3
SIM

0"
FIN. FLR.

0"
FIN. FLR.

-4'-4"
T/CONC

-4'-4"
T/CONC

L

14'-0"
T/STEEL

14'-0"
T/STEEL

COLD DOCK

102

(35 F)

VERTICAL LIFT DOOR SYSTEM: 
SEE DOOR SCHEDULE

ROOF SYSTEM:
SEE ROOF PLAN.

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

PREFINISHED ALUMINUM GUTTER 
AND DOWNSPOUTS:
SEE ROOF PLAN

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

CONCRETE TILT UP:
SEE WALL TYPES

METAL CANOPY:
MATCH EXISTING

A5052

A4
Sim

9 1/4"

A5031

C4
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B
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A3021

US COLD STORAGE

PHASE III EXPANSION

WALL SECTIONS

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/8" = 1'-0"
A2

WALL SECTION
SCALE:  3/8" = 1'-0"

A3
WALL SECTION

0' 4' 6' 8'2' 0' 4' 6' 8'2' 0' 4' 6' 8'2'
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SCALE:  3/4" = 1'-0"
A4

WALL SECTION
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0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

H.8

47'-2"
T/STEEL

47'-2"
T/STEEL

EXISTING INSULATED METAL 
PANEL (IMP):
SEE WALL TYPES

ROOF SYSTEM:
SEE ROOF PLAN

PREFINISHED ALUMINUM 
GUTTER AND DOWNSPOUTS:
SEE ROOF PLAN

ROOF SYSTEM:
SEE ROOF PLAN

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

CONCRETE SLAB: 
SEE STRUCTURAL

CATWALK:
GALVANIZED STEEL RAILING 
AND FLOORING

1'-6"

FREEZER

101

(-20 F)

COLD DOCK

102

(35 F)

A5031

B5

A5031

C5

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

A5011

A5
SIM

0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

A.8

43'-6"
B/DECK

43'-6"
B/DECK

47'-2"
T/STEEL

47'-2"
T/STEEL

1'-6"

ROOF SYSTEM:
SEE ROOF PLAN.

EXISTING INSULATED METAL 
PANEL (IMP):
SEE WALL TYPES

PREFINISHED ALUMINUM GUTTER 
AND DOWNSPOUTS:
SEE ROOF PLAN

EXISTING ROOF SYSTEM

EXISTING CONCRETE 
FLOOR

CATWALK:
GALVANIZED STEEL GRATING 
RAILING AND FLOORING

FREEZER

101

(-20 F)

A5011

A5
SIM

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

A5031

B5

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

17.2

47'-2"
T/STEEL

47'-2"
T/STEEL

1'-5"

FREEZER

101

(-20 F)

EXISTING INSULATED METAL 
PANEL (IMP):
SEE WALL TYPES

ROOF SYSTEM:
SEE ROOF PLAN

EXISITING ROOF SYSTEM:

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

CONCRETE SLAB: 
SEE STRUCTURAL

A5031

B4

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

A5011

A5
SIM

0"
FIN. FLR.

0"
FIN. FLR.

58'-0"
B/DECK

58'-0"
B/DECK

23

FREEZER

101

(-20 F)

1'-4 1/2"

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

ROOF SYSTEM:
SEE ROOF PLAN

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

A5011

A5
SIM

A5031

B4

2
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B
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A3022

US COLD STORAGE

PHASE III EXPANSION

WALL SECTIONS

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

0' 4' 6' 8'2' 0' 4' 6' 8'2' 0' 4' 6' 8'2'

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023

A DESIGN DEVELOPMENT 1 03/06/2023

SCALE:  3/8" = 1'-0"
A1

WALL SECTION
SCALE:  3/8" = 1'-0"

A2
WALL SECTION

SCALE:  3/8" = 1'-0"
A3

WALL SECTION
SCALE:  3/8" = 1'-0"

A4
WALL SECTION

0' 4' 6' 8'2'

Tanya Frantzen Tillett
2023.05.30 10:56:43-04'00'
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0"
FIN. FLR.

0"
FIN. FLR.

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK

L

BATTERY CHARGING

103

(AMBIENT)

9 1/4"

PREFINISHED ALUMINUM GUTTER 
AND DOWNSPOUTS:
SEE ROOF PLAN

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

CONCRETE TILT UP:
SEE WALL TYPES

A5031

C4ROOF SYSTEM:
SEE ROOF PLAN.

A5011

B3
SIM0"

FIN. FLR.
0"

FIN. FLR.

21.9

BATTERY CHARGING

103

(AMBIENT)

COLD DOCK

102

(35 F)

ROOF SYSTEM:
SEE ROOF PLAN.

INSULATED CONCRETE 
FLOOR SYSTEM:
SEE STRUCTURAL

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

A5031

A4

A5011

A3
SIM

0"
FIN. FLR.

0"
FIN. FLR.

23

BATTERY CHARGING

103

(AMBIENT)

ROOF SYSTEM:
SEE ROOF PLAN.

CONCRETE FLOOR ON 3" 
INSULATION ON 3" SUBSLAB:
SEE STRUCTURAL

INSULATED METAL PANEL (IMP):
SEE WALL TYPES

A5031

B4

VESTIBULE

103A

1'-4 1/2"

ROOF SYSTEM:
SEE ROOF PLAN.

LIGHT FIXTURE:
SEE ELECTRICAL.

A5031

C5

0"
FIN. FLR.

0"
FIN. FLR.

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK

23

BATTERY CHARGING

103

(AMBIENT)

1'-4 1/2"A5031

B5

NSULATED METAL PANEL (IMP):
SEE WALL TYPES

CONCRETE FLOOR:
SEE STRUCTURAL

ROOF SYSTEM:
SEE ROOF PLAN

LIGHT FIXTURE:
SEE ELECTRICAL.

A5011

B5
SIM

3" INSULATION 
ON 3" SUB SLAB

CONCRETE CURB

6" THICK RAISED 
CONCRETE PAD

2

A

B

D
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A3023

US COLD STORAGE

PHASE III EXPANSION

WALL SECTIONS

TFT

LTW

05/26/2023

PEJ

07366

LAKE CITY, FLORIDA

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

SCALE:  3/4" = 1'-0"
A5

WALL SECTION

SCALE:  3/4" = 1'-0"
A2

WALL SECTION
SCALE:  3/4" = 1'-0"

A3
WALL SECTION

SCALE:  3/4" = 1'-0"
A1

WALL SECTION

0' 1' 2' 3'

SCALE: 3/4" = 1'-0"

0' 1' 2' 3'

SCALE: 3/4" = 1'-0"

0' 1' 2' 3'

SCALE: 3/4" = 1'-0"

0' 1' 2' 3'

SCALE: 3/4" = 1'-0"

Tanya Frantzen Tillett
2023.05.30 10:56:54-04'00'
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WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

SOLID TILT UP CONCRETE WALLSOLID TILT UP CONCRETE WALL

L L

10.7

11.6

PP

A1
A4112

A1
A4112

55'-3 1/2"

22
'-0

"

A3
A4112

A3
A4112

BREAK ROOM

201

(72F)

CORRIDOR

202

TOILET

203

TOILET

204

TOILET

205

TOILET

207

TOILET

206

JANITOR

208

2
0
1

A4112D1

C1

A4612

D1

A4601

C1

55'-3 1/2"

�������
�

�������
�

�������
�

�������
�

FEC

A70011

SF1

L L

10.7

10.7

PP

11 11.5
A1

A4112

A1
A4112

A3
A4112

A3
A4112

USDA

113

(40F-70F)

105

EXISTING

7'-2" 8'-0"

10.7

10.7

PP

11 11.5

USDA

113

(40F-70F)

EXISTING

6

7

10.7

10.7

PP

11 11.5
A1

A4112

A1
A4112

A3
A4112

A3
A4112

USDA

113

(40F-70F)

CLG HT
11'-0"

EXISTING

10.7

10.7

11.6

11.6

PP

A1
A4112

A1
A4112

A3
A4112

A3
A4112

BREAK ROOM

201

(72F)

JANITOR

208

TOILET

207

TOILET

206

TOILET

205

TOILET

204

TOILET

203

CORRIDOR

202

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

CLG HT
9'-0"

DEMOLITION KEY NOTES

1. REMOVE EXISTING IMP WALL

2. REMOVE EXISTING SOLID TILT-UP CONCRETE WALL
     
3. REMOVE EXISTING CURB

4. REMOVE EXISTING CONCRETE SLAB

5. REMOVE EXISTING BOLLARDS AND GUARD RAIL

6. REMOVE EXISTING DOOR & FRAME

7. REMOVE EXISTING CEILING 

8. REMOVE EXISTING STEEL GIRTS

9. REMOVE EXISTING STEEL BRACING

����	
�����������������������������������

�������������������������������������������
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DEMOLIOTION PLAN NOTES AND LEGEND

DEMOLITION PLAN - GENERAL NOTES

LEGEND

�����������	����������������

���	����#����������������

��������	�������������

�����������

10.7

10.7

11.6

11.6

PP

1/
4"

 / 
12

"

60 MIL., SINGLE PLY T.P.O. (THERMOPLASTIC POLYOLEFIN) ROOF MEMBRANE OVER 2 LAYERS OF MECHANICALLY 
FASTENED 4" THICK (8" TOTAL) POLYISOCYANURATE INSULATION (R-50 MIN.) OVER 1 1/2" GALVANIZED METAL DECK. 
TPO ROOF COLOR TO BE WHITE.

RTU - SEE MECHANICAL

EXISTING ROOF VENT
EXISTING ROOF VENT

ROOF VENT - SEE MECHANICAL

EXISITNG REFRIGERATION PIPING

EXISTING ROOF VENT

CEILING LEGEND

INSULATED METAL PANEL 
CEILING (TYPE I)

GYPSUM WALL BOARD 
CEILING (TYPE G)

2'-0" x 4'-0" SUSPENDED 
ACOUSTICAL CEILING TILE 
(TYPES H1 & H3)

2'-0" x 2'-0" SUSPENDED 
ACOUSTICAL CEILING TILE 
(TYPES H)

1. TOILET ROOMS HAVE BLACK 6’-8” HIGH PORCELAIN 
WAINSCOT TILE ALL AROUND. TILE TO BE 6” X 6” IN 
PATTERN. 

SHEET NOTES

2

A

B

D
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A4111

US COLD STORAGE

PHASE III EXPANSION

ENLARGED BREAK ROOM
AND USDA PLANS - AREA

2

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

TYPE DESCRIPTION

6-2 6" METAL STUDS WITH 5/8" GYPSUM WALL BOARD
ON BOTH SIDES

358-1-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON ONE SIDE WITH BATT INSULATION

358-2-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON BOTH SIDES WITH BATT INSULATION

CIP8 8" CAST-IN-PLACE CONCRETE WALL

IMP2-PP 2" INSULATED METAL PANEL

IMP4-PP 4" INSULATED METAL PANEL

IMP5-PP 5" INSULATED METAL PANEL

IMP6-PP 6" INSULATED METAL PANEL

TU9-01 9 1/4" SOLID TILT-UP CONCRETE WALL

SCALE:  1/4" = 1'-0"
A1

BREAK ROOM FLOOR PLAN
SCALE:  1/4" = 1'-0"

A3
USDA FLOOR PLAN

SCALE:  1/4" = 1'-0"
C3

USDA DEMOLITION PLAN

SCALE:  1/4" = 1'-0"
B3

USDA REFLECTED CEILING PLAN

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

0' 2' 4' 8'1'

0' 2' 4' 8'1'

0' 2' 4' 8'1'

0' 2' 4' 8'1'

SCALE:  1/4" = 1'-0"
B1

BREAK ROOM REFLECTED CEILING PLAN

0' 2' 4' 8'1'

SCALE:  1/4" = 1'-0"
D1

BREAK ROOM ROOF PLAN

0' 2' 4' 8'1'

NO. DESCRIPTION DATE
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B DESIGN DEVELOPMENT 2 04/03/2023
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0"
FIN. FLR.

0"
FIN. FLR.

15'-2"
T/CONC

15'-2"
T/CONC

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK

-3'-0"
FIN. FLR.

-3'-0"
FIN. FLR.

13'-5"
T/CONC

13'-5"
T/CONC

L K.9P M L.8

10
'-0

"

USDA

113

(40F-70F)
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201

(72F)

11
'-0

"

10'-0"
B/DECK
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B/DECK

0"
FIN. FLR.

0"
FIN. FLR.

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK

-3'-0"
FIN. FLR.

-3'-0"
FIN. FLR.

13'-5"
T/CONC

13'-5"
T/CONC

L K.9P

TOILET

205

TOILET

204

TOILET

203

ENGINERING OFFICE

114

13'-5"
T/CONC

13'-5"
T/CONC

OPEN 
BEYOND 

3'-0" 3'-0" 3'-0" 3'-0" 3'-0"

3'-0" 3'-0" 3'-0" 3'-0" 3'-0"

2'
-6

"
1'

-8
"

2'
-1

0"

COUNTERTOP & 
BACKSPLASH 

(SS)

UPPER CABINET 
(PLAM)

BASE AS SCHEDULED

BASE CABINET (PLAM)

BREAK ROOM

201

(72F)

WATER DISPENSER SINK, SEE 
PLUMBING

13'-5"
T/CONC

13'-5"
T/CONC

OWNER 
FURNISHED

VENDING 
MACHINE

OWNER 

FURNISHED

VENDING 

MACHINE

OWNER 

FURNISHED

VENDING 

MACHINE

OWNER 
FURNISHED

VENDING 
MACHINE

BREAK ROOM

201

(72F)

BASE AS SCHEDULED

WATER DISPENSER
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B

D
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A4112

US COLD STORAGE

PHASE III EXPANSION

ENLARGED BREAK ROOM
AND USDA SECTIONS -

AREA 2

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:
C3

3D BREAK ROOM

SCALE:  1/4" = 1'-0"
A1

BREAK ROOM SECTION
SCALE:  1/4" = 1'-0"

A3
BREAK ROOM SECTION 2

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

0' 2' 4' 8'1' 0' 2' 4' 8'1'

SCALE:  1/2" = 1'-0"
D1

INTERIOR ELEVATION

SCALE:  1/2" = 1'-0"
C1

INTERIOR ELEVATION

0' 1' 2' 4'

0' 1' 2' 4'
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A4113

US COLD STORAGE

PHASE III EXPANSION

ENLARGED PAVILLION
PLANS AND ELEVATIONS -

AREA 3

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/16" = 1'-0"
A1

FLOOR PLAN

SCALE:  3/16" = 1'-0"
C1

SECTION
SCALE:  3/16" = 1'-0"

A2
ELEVATION WEST

SCALE:  3/16" = 1'-0"
C2

ELEVATION NORTH

SCALE:
B4

3D PAVILLION

0' 8' 12' 16'4'

0' 8' 12' 16'4' 0' 8' 12' 16'4' 0' 8' 12' 16'4'

SCALE:  3/16" = 1'-0"
A3

ROOF PLAN

0' 8' 12' 16'4'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23
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US COLD STORAGE

PHASE III EXPANSION

GUARD HOUSE

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

SCALE:  1/4" = 1'-0"
A1

FLOOR PLAN

SCALE:  1/4" = 1'-0"
D1

ELEVATION WEST

SCALE:  1/4" = 1'-0"
A2

ROOF PLAN

SCALE:
A5

3D GUARDHOUSE

SCALE:  1/4" = 1'-0"
D2

ELEVATION SOUTH

SCALE:  1/4" = 1'-0"
B1

SECTION A
SCALE:  1/4" = 1'-0"

B2
SECTION B

0' 2' 4' 8'1' 0' 2' 4' 8'1'

0' 2' 4' 8'1'0' 2' 4' 8'1'

0' 2' 4' 8'1' 0' 2' 4' 8'1'

Tanya Frantzen Tillett
2023.05.30 10:57:34-04'00'
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0"
FIN. FLR.

0"
FIN. FLR.

43'-2"
B/DECK

17 R17.1 R17.5 R22R21.5R21R20.5R20R19.5R19R18.5R18 20.9

A5
A4501

A5
A4501

D1
A3001

D1
A3001

C1
A3001

C1
A3001

17

A.1

A.6

A.7

R17.5 R22R21.5R21R20.5R20R19.5R19R18

RA

RA.6

18.518.1 18.917.2 19.8 20.9 21.9 23

23

A.8

17.6 20.3 21.3 22.4
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101E
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4'-0"
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D1

0"
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FIN. FLR.

FDN -05'-06"
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FDN -05'-06"
-5'-6"

FDN -07'-00"
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B/DECK

43'-6"
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A4501

C1
A4501

2

A

B

D

21

PROJECT INFORMATION

SHEET ID

SHEET TITLE

REVISIONS

DATE ISSUED:

REVIEWED BY:

A/EOR:

DESIGNED BY:

PROJECT NUMBER:

1 3

3

4

4 5

5

C

OWNER

SEAL

CONSULTANT

PRINT IN COLOR

TAKING SOLUTIONS FURTHER

OPERATING AS:
THE STELLAR GROUP

2900 HARTLEY ROAD, JACKSONVILLE, FL. 32257 (904) 260-2900
WWW.STELLAR.NET

FLORIDA ARCHITECTURAL LICENSE NO. AR0013370
FLORIDA ENGINEERING LICENSE NO. CA5930

The Stellar Group, Inc. 
All rights reserved. No part of this work may be used, 
reproduced, distributed, displayed, or otherwise 
communicated in any form or by any means without the 
prior written consent of The Stellar Group, Inc.

5
/2

5
/2

0
2
3

 7
:2

5
:4

8
 P

M
B

IM
 3

6
0

:/
/0

7
3
6

6
_

U
n
it
e

d
 S

ta
te

s
 C

o
ld

 S
to

ra
g

e
 B

u
ild

in
g

 E
x
p
a

n
s
io

n
 P

h
a
s
e

 I
II
 F

L
/0

7
3
6

6
_

P
H

A
S

E
 I
II
_

A
_
R

2
0

.r
v
t

A4501

US COLD STORAGE

PHASE III EXPANSION

RAIL DOCK PALLET RACK

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/16" = 1'-0"
C1

RAIL DOCK SECTION

SCALE:  1/16" = 1'-0"
D1

RAIL DOCK FLOOR PLAN

SCALE:  3/16" = 1'-0"
A5

RAIL DOCK SECTION 1

N

KEY PLAN      
EXISTING NEW

AREA 1

R22
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K.9

EXISTING
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L L

K.9 K.9

19 19.5 20 20.5

21.9D1
A3001

D1
A3001

C1
A3002

C1
A3002

14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 11'-9" 3'-5"

102M102L102K102J102H102G102F102E102D102C102B102A

TRUCK RESTRAINT
SECTIONAL 
OVERHEAD DOOR

VERTICAL DOCK 
LEVELER

CONCRETE STEP

LOADING DOCK 
CONTROL STATION -
DOUBLE

DOCK SHELTER

������

�

3'-0"3'-0" 3'-0"

6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11" 7'-1" 6'-11"

6'-0"6'-0"3'-0" 3'-0"

DOCK HANDRAIL: SEE 
DETAIL A5/A5052 

6'-0"3'-0" 3'-0"6'-0"3'-0" 3'-0"6'-0"3'-0" 3'-0"6'-0"3'-0"

0"
FIN. FLR.
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FIN. FLR.

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK
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T/STEEL

21.9
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A3001

D1
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GALV. SHEET METAL CANOPY
SEE DETAIL A4/A5052

DOWNSPOUT

TRUCK RESTRAINT DOCK SHELTERSECTIONAL OVERHEAD DOOR, 
SEE DOOR SCHEDULE

INFIT DOOR, 
SEE DOOR SCHEDULE

TRUCK SIGNALS

64'-1"
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US COLD STORAGE

PHASE III EXPANSION

DOCK PLANS

TFT
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04/03/2023
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07366

LAKE CITY, FLORIDA

SCALE:  3/16" = 1'-0"
D1

DOCK PLAN

0' 8' 12' 16'4'
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-6
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/4

"
2'

-1
 1

/4
"

2'
-1

1 
1/

4"

2

6'-4 3/4" 1'-0"

A3

5

5 5

5 5

6

�������

��������

�

�������

�

�������

�

13'-5"
T/CONC

13'-5"
T/CONC

TOILET

205

TOILET

204

TOILET

203

1

2

1

2

1

2

T
IL

E
 W

A
IN

S
C

O
T

6'
-8

"

1A

1B1A

6

1B3

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

WALL / PARTITION LEGEND

TAGS DESCRIPTION

IMP4-1

WALL TYPE IDENTIFIER (TYPE ID)

WALL HEIGHT ABOVE FLOOR LEVEL

NOTE:
SEE PARTITION TYPES SHEET FOR 
ADDITIONAL CONSTRUCTION DETAILS AND 
FINISHES

22'-3"

STUD FRAMING WITH SOUND 
ATTENUATION AND/OR BATT INSULATION

IMP (INSULATED METAL PANELS)

STUD FRAMING

NOTE:
SEE PARTITION TYPES AND LEGEND 
BELOW FOR DESCRIPTIVE 
CONSTRUCTION.

WALLS LEGEND - PLAN VIEW

WALL FIRE RATING (WHEN APPLICABLE)

WALL TYPE DESCRIPTIONS

EXISTING WALL

SOLID TILT UP CONCRETE WALLSOLID TILT UP CONCRETE WALL

13'-5"
T/CONC

13'-5"
T/CONC

TOILET

205

34

T
IL

E
 W

A
IN

S
C

O
T

6'
-8

"

13'-5"
T/CONC

13'-5"
T/CONC

1A

1B

64

TOILET

204

T
IL

E
 W

A
IN

S
C

O
T

6'
-8

"

13'-5"
T/CONC

13'-5"
T/CONC

TOILET

204

5

1. TOILET ROOMS HAVE BLACK 6’-8” HIGH PORCELAIN 
WAINSCOT TILE ALL AROUND. TILE TO BE 6” X 6” IN 
PATTERN. 

SHEET NOTES
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A4601

US COLD STORAGE

PHASE III EXPANSION

ENLARGED RESTROOM
PLANS AND INTERIOR

ELEVATIONS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

ACCESSORY SCHEDULE

MARK DESCRIPTION

1 LAMINATED MIRROR GLASS W/ CHANNEL FRAME

1A GRAB BAR: 36" LONG, 1 1/2" DIA., STAINLESS STEEL, BOBRICK B-6806-36

1B GRAB BAR: 42" LONG, 1 1/2" DIA., STAINLESS STEEL, BOBRICK B-6806-42

2 SOAP DISPENSER

3 TOILET TISSUE DISPENSER: SURFACE MOUNTED, MULTI-ROLL, BOBRICK B-2888

4 SANITARY NAPKIN DISPOSAL: SURFACE MOUNTED, STAINLESS STEEL, BOBRICK
B270

5 TOWEL DISPENSER,WASTE RECEPTACLE RECESSED, 12 GALLON

6 TOILET TISSUE DISPENSER: RECESSED, MULTI-ROLL, BOBRICK B-3888

SCALE:  1/2" = 1'-0"
D4

INTERIOR ELEVATION

SCALE:  1/2" = 1'-0"
C1

BREAK ROOM FLOOR PLAN
SCALE:  1/2" = 1'-0"

C3
INTERIOR ELEVATION

TYPE DESCRIPTION

6-2 6" METAL STUDS WITH 5/8" GYPSUM WALL BOARD
ON BOTH SIDES

358-1-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON ONE SIDE WITH BATT INSULATION

358-2-B 3-5/8" METAL STUDS WITH 5/8" GYPSUM WALL
BOARD ON BOTH SIDES WITH BATT INSULATION

CIP8 8" CAST-IN-PLACE CONCRETE WALL

IMP2-PP 2" INSULATED METAL PANEL

IMP4-PP 4" INSULATED METAL PANEL

IMP5-PP 5" INSULATED METAL PANEL

IMP6-PP 6" INSULATED METAL PANEL

TU9-01 9 1/4" SOLID TILT-UP CONCRETE WALL

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

SCALE:  1/2" = 1'-0"
A1

INTERIOR ELEVATION - TYPICAL
SCALE:  1/2" = 1'-0"

A2
INTERIOR ELEVATION - TYPICAL

SCALE:  1/2" = 1'-0"
A3

INTERIOR ELEVATION - TYPICAL

0' 1' 2' 4'

0' 1' 2' 4'

0' 2' 4' 8'1'

0' 2' 4' 8'1'

0' 2' 4' 8'1' 0' 2' 4' 8'1'

NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

Tanya Frantzen Tillett
2023.05.30 10:58:05-04'00'

ttillett



0"
FIN. FLR.

0"
FIN. FLR.

C3
A3002

C3
A3002

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL 

0"
FIN. FLR.

0"
FIN. FLR.

C3
A3002

C3
A3002

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED 
PIPE GUARDRAIL 

23

23

A4
A4611

A4
A4611

B4
A4611

B4
A4611

BATTERY CHARGING

103

(AMBIENT)

5'-0"

T/LANDING

EL 0"

FIN. FLR.

EL -1'-9"

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL 

2 
T

R
E

A
D

S
 A

T
 1

1"

1'
-1

0"

LA
N

D
IN

G

6'
-1

"

1
0

9
B

L L

A1
A4611

A1
A4611

B1
A4611

B1
A4611

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

COLD DOCK

102

(35 F)

T/LANDING
EL 0"

1
0
2
N

5'-0"

FIN. FLR.
EL -4'-1"

6 
T

R
E

A
D

S
 A

T
 1

1"

5'
-6

"

LA
N

D
IN

G

6'
-6

"

8" SCH. 80 GALVANIZED 
CONCRETE FILLED PIPE 
BOLLARDS WITH YELLOW 
HDPE SLEEVES

CONCRETE STAIR
WITH NON-SKID NOSING 

0"
FIN. FLR.

0"
FIN. FLR.

-4'-4"
T/CONC

-4'-4"
T/CONC

L

COLD DOCK

102

(35 F)

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

8" SCH. 80 GALVANIZED 
CONCRETE FILLED PIPE 
BOLLARDS WITH YELLOW 
HDPE SLEEVES

CONCRETE STAIR
WITH NON-SKID NOSING 

0"
FIN. FLR.

0"
FIN. FLR.

-4'-4"
T/CONC

-4'-4"
T/CONC

L

COLD DOCK

102

(35 F)

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

8" SCH. 80 GALVANIZED 
CONCRETE FILLED PIPE 
BOLLARDS WITH YELLOW PAINT

CONCRETE STAIR
WITH NON-SKID NOSING 

A5041

C2

A5041

A3
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A4611

US COLD STORAGE

PHASE III EXPANSION

ENLARGED STAIR PLANS
AND SECTIONS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/8" = 1'-0"
A4

BATTERY CHARGING STAIR 2 SECTION

SCALE:  3/8" = 1'-0"
B4

BATTERY CHARGING STAIR 2 SECTION

SCALE:  3/8" = 1'-0"
D4

BATTERY CHARGING STAIR 2 PLAN
SCALE:  3/8" = 1'-0"

D1
COLD DOCK STAIR 1 PLAN

SCALE:  3/8" = 1'-0"
A1

COLD DOCK STAIR 1 SECTION

SCALE:  3/8" = 1'-0"
B1

COLD DOCK STAIR 1 SECTION

0' 4' 6' 8'2'

0' 4' 6' 8'2'

0' 4' 6' 8'2'

SCALE:
D2

3D VIEW COLD DECK STAIR 1

0' 4' 6' 8'2'
SCALE:

D5
3D VIEW BATTERY CHARGING STAIR 2

0' 4' 6' 8'2'

0' 4' 6' 8'2' 0' 4' 6' 8'2'

0' 4' 6' 8'2'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

NO. DESCRIPTION DATE
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L L

K.9 K.9

11

11

11.5

11.5

A1
A4112

A1
A4112

A1
A4612

A1
A4612

C1
A4612

C1
A4612

BREAK ROOM

201

(72F)

4'
-0

"

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

T/LANDING

EL 13'-5"

9'-2"

11 TREADS AT 11"

10'-4" 4'-0"

12 TREADS AT 11"

10'-1"

5'
-6

"

T/LANDING

EL 7'-0"

2
0
1

1'-2"

0"
FIN. FLR.

0"
FIN. FLR.

13'-5"
T/CONC

13'-5"
T/CONC

11

11

11.5

11.5

A1
A4112

A1
A4112

7'
-0

"

13
'-5

"

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

CONCRETE METAL PAN TREADS 
AND RISERS WITH NON-SKID 
NOSING

0"
FIN. FLR.

0"
FIN. FLR.

13'-5"
T/CONC

13'-5"
T/CONC

11

11

A1
A4112

A1
A4112

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

13
'-5

"

7'
-0

"

3'-1" 3'-2" 3'-2"

9'-5"

A5042

C4

A5042

C4

CONCRETE METAL PAN TREADS 
AND RISERS WITH NON-SKID 
NOSING

2

A

B

D
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A4612

US COLD STORAGE

PHASE III EXPANSION

ENLARGED STAIR PLANS
AND SECTIONS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/8" = 1'-0"
D1

A-FP1201_BREAK ROOM STAIR 3 PLAN

SCALE:  3/8" = 1'-0"
A1

BREAK ROOM STAIR 3 SECTION

SCALE:  3/8" = 1'-0"
C1

BREAK ROOM STAIR 3 SECTION

SCALE:
C3

3D VIEW BREAKROOM STAIR

0' 4' 6' 8'2'

0' 4' 6' 8'2'

0' 4' 6' 8'2'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23
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RA.6 RA.6

RA.5 RA.5

17.6

17.6

A1
A4613

A1
A4613

C1
A4613

C1
A4613

A5
A4613

A5
A4613

A4
A4613

A4
A4613

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

T/LANDING

EL 52'-6"

T/LANDING
EL 60'-1"

3'-3"

8'
-6

"

13 TREADS AT 11"

11'-0" 3'-6"

13 TREADS AT 11"

11'-0" 4'-5"

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

3'
-3

"

58'-0"
B/DECK

58'-0"
B/DECK

17.6

17.6
A5

A4613

A5
A4613

A4
A4613

A4
A4613

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

A5041

B5

58'-0"
B/DECK

58'-0"
B/DECK

17.6

17.6
A5

A4613

A5
A4613

A4
A4613

A4
A4613

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

58'-0"
B/DECK

58'-0"
B/DECK

A.8

47'-2"
T/STEEL

47'-2"
T/STEEL

A1
A4613

A1
A4613

C1
A4613

C1
A4613

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

58'-0"
B/DECK

58'-0"
B/DECK

A.8

A.8

47'-2"
T/STEEL

47'-2"
T/STEEL

A1
A4613

A1
A4613

C1
A4613

C1
A4613

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL AND HANDRAIL

2

A

B

D
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A4613

US COLD STORAGE

PHASE III EXPANSION

ENLARGED STAIR PLANS
AND SECTIONS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/8" = 1'-0"
D1

ROOF STAIR 4 PLAN

SCALE:  3/8" = 1'-0"
C1

ROOF STAIR 4 SECTION

SCALE:  3/8" = 1'-0"
A1

ROOF STAIR 4 SECTION
SCALE:  3/8" = 1'-0"

A5
ROOF STAIR 4 SECTION

SCALE:  3/8" = 1'-0"
A4

ROOF STAIR 4 SECTION

SCALE:
6

3D VIEW ROOF STAIR 1

0' 4' 6' 8'2'

0' 4' 6' 8'2'

0' 4' 6' 8'2' 0' 4' 6' 8'2' 0' 4' 6' 8'2' N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23
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B1
A4614

B1
A4614

3 
T

R
E

A
D

S
 A

T
 1

1"

8'
-7

 1
/2

"

T/LANDING

EL 47'-1"

303

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL 

3'-3"

A.8

47'-2"
T/STEEL

47'-2"
T/STEEL

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL 

A.7

47'-2"
T/STEEL

47'-2"
T/STEEL

GALVANIZED METAL TREADS AND 
RISERS WITH NON-SKID NOSING

1 1/2" STD. GALVANIZED PIPE 
GUARDRAIL 

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

ENLARGED STAIR PLANS
AND SECTIONS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/8" = 1'-0"
D1

ROOF STAIR 5 PLAN

SCALE:  3/8" = 1'-0"
B1

ROOF STAIR 5 SECTION

SCALE:  3/8" = 1'-0"
A1

ROOF STAIR 5 SECTION

SCALE:
C3

3D VIEW ROOF STAIR 5

0' 4' 6' 8'2'

0' 4' 6' 8'2'

0' 4' 6' 8'2'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

Tanya Frantzen Tillett
2023.05.30 10:58:49-04'00'

ttillett



FREEZER / EXTERIOR

F
-2

INSULATED 
METAL
PANEL WALL

URETHANE
CAULK

PANEL BASE 
TRIM,
SEE NOTE 1

POURABLE
SEALANT

FOAM FILL VOIDS

FREEZER
FLOOR INSULATION

NOTES:
1. PANEL BASE TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS 

EXTERIOR INSULATED METAL PANEL SKIN. FASTEN WITH #10x3/4" TEK 
SCREWS AT 12" ON CENTER

2. APPLY (2) BEADS OF BUTYL SEALANT INSIDE BASE CHANNEL, SET BASE 
CHANNEL ON TOP OF (2) BEADS OF BUTYL SEALANT.

3. LAP VAPOR BARRIER JOINTS 6" AND SEAL WITH BUTYL SEALANT.

FIELD CUT
THERMAL BREAK 
WITH CONTINUOUS 
BEAD OF SEALANT

MINIMUM 3/4" BUTYL 
SEALANT, SEE NOTE 2

10 MIL
POLYETHYLENE VAPOR BARRIER,
SEE NOTE 1

12" WIDE 45 MIL ETHYLENE 
PROPYLENE DIENE TERPOLYMER 
VAPOR BARRIER UNDER BASE 
CHANNEL, SEE NOTE 3

CONTINUOUS SLIP SHEET 
WITH TAPED JOINTS

FIN. GRADE

(REF. CIVIL) CONCRETE FOUNDATION:
SEE STRUCTURAL

6
" 

M
IN

COLD / EXTERIOR

F
-3

INSULATED 
METAL PANEL 
WALL

URETHANE
CAULK

PANEL BASE 
TRIM,
SEE NOTE 1

POURABLE
SEALANT

FOAM FILL VOIDS

PERIMETER/ 
COOLER FLOOR 
INSULATION

NOTES:
1. PANEL BASE TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS EXTERIOR 

INSULATED METAL PANEL SKIN. FASTEN WITH #10x3/4" TEK SCREWS AT 12" ON CENTER
2. APPLY (2) BEADS OF BUTYL SEALANT INSIDE BASE CHANNEL, SET BASE CHANNEL ON TOP 

OF (2) BEADS OF BUTYL SEALANT.
3. LAP VAPOR BARRIER JOINTS 6" AND SEAL WITH BUTYL SEALANT.

FIELD CUT
THERMAL BREAK 
WITH CONTINUOUS 
BEAD OF SEALANT

MINIMUM 3/4" BUTYL 
SEALANT, SEE NOTE 2

10 MIL
POLYETHYLENE
VAPOR BARRIER,
SEE NOTE 1

12" WIDE 45 MIL ETHYLENE 
PROPYLENE DIENE 
TERPOLYMER VAPOR 
BARRIER UNDER BASE 
CHANNEL, SEE NOTE 3

CONTINUOUS SLIP SHEET 
WITH TAPED JOINTS

FIN. GRADE

(REF. CIVIL)
CONCRETE FOUNDATION:
SEE STRUCTURAL

6
" 

M
IN

FREEZER / COLD

F
-5

INSULATED 
METAL PANEL 
WALL

FREEZER
FLOOR INSULATION

12" WIDE 45 MIL ETHYLENE 
PROPYLENE DIENE 
TERPOLYMER VAPOR 
BARRIER UNDER BASE 
CHANNEL, SEE NOTE 1

10 MIL POLYETHYLENE 
VAPOR BARRIER, SEE 
NOTE 1

FOAM FILL VOIDS

16 GAUGE 
GALVANIZED 
BASE CHANNEL, 
SEE NOTE 3

MINIMUM 3/4" 
BUTYL SEALANT, 
SEE NOTE 2

NOTES:
1. LAP VAPOR BARRIER JOINTS 6" AND SEAL WITH BUTYL SEALANT.
2. APPLY (2) BEADS OF BUTYL SEALANT INSIDE BASE CHANNEL, SET BASE CHANNEL ON TOP 

OF (2) BEADS OF BUTYL SEALANT. 
3. BASE CHANNE MUST BE FASTENED WITH 1/4"x1-1/4" ZAMAC AT 24" ON CENTER

FIELD CUT
THERMAL BREAK 
WITH CONTINUOUS 
BEAD OF SEALANT

CONTINUOUS SLIP SHEET 
WITH TAPED JOINTS

FREEZER / COLD

F
-8

INSULATED METAL PANEL WALL

PERIMETER/
COOLER FLOOR
INSULATION

FREEZER
FLOOR INSULATION

24" WIDE 45 MIL ETHYLENE 
PROPYLENE DIENE TERPOLYMER 
VAPOR BARRIER UNDER BASE 
CHANNEL, SEE NOTE 1

10 MIL POLYETHYLENE 
VAPOR BARRIER, SEE 
NOTE 1

FOAM FILL VOIDS

MINIMUM 3/4" 
BUTYL SEALANT, 
SEE NOTE 2

16 GAUGE 
GALVANIZED 
BASE CHANNEL, 
SEE NOTE 3

NOTES:
1. LAP VAPOR BARRIER JOINTS 6" 

AND SEAL WITH BUTYL SEALANT.
2. APPLY (2) BEADS OF BUTYL 

SEALANT INSIDE BASE CHANNEL, 
SET BASE CHANNEL ON TOP OF (2) 
BEADS OF BUTYL SEALANT.

3. BASE CHANNEL MUST BE 
FASTENED WITH 1/4"x1-1/4" ZAMAC 
AT 24" ON CENTER

FIELD CUT
THERMAL BREAK 
WITH CONTINUOUS 
BEAD OF SEALANT

CONTINUOUS SLIP SHEET 
WITH TAPED JOINTS

CONTINUOUS SLIP 
SHEET WITH 
TAPED JOINTS

COLD / EXTERIOR

F
-1

5

16 GAUGE GALVANIZED BASE 
CHANNEL, SEE NOTE 2

MINIMUM 3/4" BUTYL
SEALANT, SEE NOTE 1

URETHANE CAULK

PANEL BASE TRIM, SEE 
NOTE 3

POURABLE SEALANT

FOAM FILL VOIDS

VERTICAL PERIMETER
INSULATION BY 
OTHERS

VAPOR BARRIER 

INSULATED METAL PANEL WALL

NOTES: 
1. APPLY BEAD OF BUTYL SEALANT IN BASE CHANNEL ON WARM SIDE,SET BASE CHANNEL 

ON TOP OF (2) BEADS OF BUTYL SEALANT.
2. BASE CHANNEL MUST BE FASTENED TO  SLAB WITH 1/4"x1-1/4"  ZMAC 24" ON CENTER
3. PANEL BASE TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS EXTERIOR 

INSULATED METAL PANEL SKIN. FASTEN WITH  #10x3/4" TEK SCREWS AT 12" ON CENTER 

FIELD CUT THERMAL BREAK WITH 
CONTINUOUS BEAD OF SEALANT

ROOF INSULATION ROOF MEMBRANE

SEE NOTE 2

FOAM FILL VOIDS

INSIDE CORNER
TRIM, SEE NOTE 1

VAPOR BARRIER
ON WARM SIDE

INSULATED METAL PANEL WALL

COLD/WARM

W
-1

4

NOTES:
1. CORNER TRIM IS SUPPLIED IN THE SAME GUAGE AND COLOR AS INSULATED METAL PANEL SKIN. FASTEN WITH #

10x3/4" TEK SCREWS AT 12" ON CENTER
2. DO NOT CAULK TRIM IN NON-WASH DOWN AREAS OR JUST STORAGE FACILITIES.

INSULATED METAL 
PANEL WALL

BATTEN STRIP,
SEE NOTE 1

VAPOR BARRIER, 
SEE NOTE 1

EXPANSION JOINT
TRIM, SEE NOTE 3

SEE NOTE 4

INSIDE CORNER
TRIM, SEE NOTE 2

SEE NOTE 4

VAPOR BARRIER

FILL VOID WITH OPEN 
CELL SPRAY FOAM

INSIDE CORNER TRIM 
ATTACHED TO FREEZER 
ONLY, SEE NOTE 2

COLD/WARM

W
-7

NOTES:
1. INSTALL VAPOR BARRIER FLASHING WITH SLACK TO ALLOW FOR EXPANSION MOVEMENT BETWEEN PANELS. 

SECUE VAPOR BARRIER WITH 1" WIDE 16 GAUGE GALVANIZED BATTEN STRIP SECURED WITH #10x3/4" TEK.
2. CORNER TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS INSULATED METAL PANEL SKIN. FASTEN 

WITH #10x3/4" TEK SCREWS AT 12" ON CENTER
3. EXPANSION TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS INSULATED METAL PANEL SKIN. FASTEN 

WITH #14x7/8" LAP SCREWS AT 12"ON CENTER 
4. DO NOT CAULK TRIM IN NON-WASH DOWN AREAS OR JUST STORAGE FACILITIES.

FILL VOID WITH 
CLOSED CELL 
SPRAY FOAM

INSULATED METAL 
PANEL WALL

INSIDE CORNER 
TRIM, SEE NOTE 2

VAPOR BARRIER, 
SEE NOTE 1

FOAM FILL VOID

COLD / WARM

W
-6

NOTES:
1. APPLY VAPOR BARRIER TO WARM SIDE OF INSULATED METAL PANEL, IF BOTH SIDES OF WALL ARE SAME 

TEMPERATURES A VAPOR BARRIER IS NOT NEEDED.
2. CORNER TRIM IS SUPPLIED IN THE SAME GAUGE AND COLOR AS INSULATED METAL PANEL SKIN. FASTEN WITH 

#10x3/4" TEK SCREWS AT 12" ON CENTER 
3. DO NOT CAULK TRIM IN NON-WASH DOWN AREAS OR JUST STORAGE FACILITIES.

FIELD CUT THERMAL 
BREAK WITH 
CONTINUOUS BEAD 
OF SEALANT

INSULATED METAL 
PANEL WALL

FIELD CUT INSULATED 
METAL PANEL

S
T

A
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T
E
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R
 E

N
D
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S

U
LA

T
E

D
 M

E
T

A
L 

P
A

N
E

L

STARTER INSULATED METAL PANEL

INSIDE CORNER TRIM SEE NOTE 2

OUTSIDE 
CORNER TRIM 
SEE NOTE 2

VAPOR
BARRIER, SEE
NOTE 1

SEE NOTE 3

INSULATED METAL PANEL WALL
FOAM FILL VOIDS

ALL APPLICATIONS

W
-5

F
IE

L
D

 V
E

R
IF

Y

FIELD VERIFY

NOTES:
1. CORNER TRIM IS SUPPLIED IN THE SAME 

COLOR AND GAUGE AS INSULATED 
METAL PANEL SKIN. FASTEN WITH #
10x3/4" TEK SCREWS AT 12" ON CENTER

2. APPLY VAPOR BARRIE TO WARM SIDE.
3. DO NOT CAULK TRIM IN NON-WASH DOWN 

AREAS OR JUST STORAGE FACILITIES.

FIELD CUT THERMAL BREAK WITH 
CONTINUOUS BEAD OF SEALANT

ISOMETRIC NOT TO SCALE

HIDDEN FASTENER AND 
CLIP AT JOINTS, SEE 
NOTE 2

INSULATED METAL 
PANEL WALL

INSULATED METAL 
PANEL WALL

HIDDEN FASTENER AND 
CLIP AT JOINTS, SEE 
NOTE 2

1/4" UNIFORMED BEAD OF 
BUTYL, SEE NOTE 1

HIDDEN FASTENER
CLIP AT JOINTS

HIDDEN FASTENER
AT JOINTS, SEE NOTE 2

INSULATED 
METAL 
PANEL WALL

EXTERIOR
INTERIOR

PROFILE VIEW

TOP VIEW

ISOMETRIC

ALL APPLICATIONS

W
-1

NOTES:
1. APPLY BEAD OF BUTYL TO FEMALE 

GROOVE ON WARM SIDE OF 
INSULATED METAL PANEL.

2. 1/4"-x_ _" TEK SCREW.
3. FASTEN PER MANUFACTURING 

FASTENING PATTERN 
REQUIREMENTS.

2
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US COLD STORAGE

PHASE III EXPANSION

WALL DETAILS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3" = 1'-0"

A5 IMP WALL AT FINISHED FLOOR DETAIL

SCALE:  3" = 1'-0"

B5 IMP WALL AT FINISHED FLOOR DETAIL
SCALE:  3" = 1'-0"

B3 IMP WALL AT FINISHED FLOOR DETAIL

SCALE:  3" = 1'-0"

A3 IMP WALL AT FINISHED FLOOR DETAIL

SCALE:  3" = 1'-0"

B4 IMP WALL AT FINISHED FLOOR DETAIL

NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

SCALE:  3" = 1'-0"

C4 PARTITION WALL AT METAL DECK
SCALE:  3" = 1'-0"

C3 IMP WALL AT FREEZER CORNER W/ EXPANSION JOINT

SCALE:  3" = 1'-0"

D5 IMP WALL INTERSECTION DETAIL
SCALE:  3" = 1'-0"

D4 IMP WALL CORNER DETAIL

SCALE:  3" = 1'-0"

C5 IMP WALL ATTACH TO GIRT W/ HIDDEN FASTENERS

Tanya Frantzen Tillett
2023.05.30 10:59:00-04'00'

ttillett



SCALE: C
E

.1

DETAIL N.T.S.

CROSS RUNNER

2" M
AXIMUM TYPICAL.

MAIN RUNNER

(4) #12 GAUGE HANGER WIRES AT 
LATERAL BRACE LOCATIONS

#12 GA. WIRES TO GRID WITHIN 3" OF
EACH CORNER OF EACH FIXTURE
(TANDEM FIXTURES MAY UTILIZE COMMON
WIRES)

LIGHT FIXTURE,
FIXTURE TO BE
POSITIVELY ATTACHED
TO CEILING SYSTEM

CROSS RUNNER

ATTACHED TO CEILING
SYSTEM MAIN RUNNER

C
E

.3

DETAIL

MAIN RUNNER

CROSS RUNNER

MECHANICAL FIXTURE; FIXTURE
TO BE POSITIVELY ATTACHED
TO CEILING SYSTEM

PROVIDE 2 - #2 GAUGE. ADDITIONAL HANGER WIRES ATTACHED TO
FIXTURE HOUSING AT OPPOSITE CORNERS. THESE WIRES SHALL
CONNECT TO CEILING SYSTEM HANGER WIRES OR STRUCTURE ABOVE.
WIRES MAY HAVE SLACK. (INSTALLATION OF THESE WIRES TO BE
RESPONSIBILITY OF FIXTURE INSTALLER)

C
E

.4

DETAIL

45°45
°

2"

STRUT ATTACHED TO MAIN
RUNNER & STRUCTURE ABOVE
- SEE NOTE BELOW

#12 GAUGE VERTICAL HANGER
WIRE AT 4'-0" TYP. WITH 3
TURNS MINIMUM IN 1 1/2" TYPICAL

SPLICE

F=ZICp Wp
WHERE Cp=0.3
W=TRIBUTARY AREA
X WEIGHT OF CEILING
(4# MIN.)

CROSS RUNNER

45° SPLAY WIRE
BRACING IN PLANE
OF MAIN RUNNER, ALL
WIRES ATTACHED TO
MAIN RUNNER - TYPICAL
(4) DIRECTIONS

MAIN RUNNER

F=ZICp Wp

PROVIDE A STRUT FASTENED TO THE MAIN RUNNER AND EXTENDED TO
AND FASTENED TO THE STRUCTURAL MEMBERS SUPPORTING THE ROOF
ABOVE. THE STRUT SHALL BE ADEQUATE TO RESIST THE VERTICAL;
COMPONENTS INDUCED BY THE BRACING WIRES

C
E

.5

DETAIL

4
5
°

MAXIMUM

SPLICES AND INTERSECTIONS OF RUNNERS SHALL BE ATTACHED WITH
MECHANICAL INTERLOCKING CONNECTORS SUCH AS POP RIVETS,
SCREWS, PINS, PLATES, WITH BENT TABS, OR OTHER APPROVED
CONNECTORS. DESIGN CONNECTORS FOR 2 X DESIGN LOAD OR
ULTIMATE AXIAL TENSION OR COMPRESSION (MINIMUM 60#)

SEISMIC LOCKING PIN HANGER WIRE

CROSS RUNNER

MAIN RUNNER

C
E

.6

DETAIL

ISOMETRIC NOT TO SCALE

1/2" ALL THREAD
HANGER ROD
SUSPENDED FROM
EACH JOIST

1/2" FORGED CLEVIS, SEE NOTE 2

4"x3"x3/16" 'T' EXTRUSION
CONTINUOUS AT BUTT JOINTS OF 
INSULATED METAL PANEL 
CEILING

SPLICE B, SEE NOTE 1

3/16" HOLE SPACED AT 12" ON 
CENTER EACH SIDE

3/8" HOLE SPACED AT 6" ON 
CENTER

SPLICE A,
SEE NOTE 1

1/2" FORGED
CLEVIS, SEE NOTE 2

1/2" ALL THREAD
HANGER ROD
SUSPENDED FROM
EACH JOIST

SEE NOTE 2

TUFF T ALUMINUM
CEILING SUPPORT

ALL CONDITIONS

C
-1

.2

5/16"

1
"

5
/3

2
"

3/8"

5"

2
"

NOTES
1. SPLICE ANGLES A AND B, ONE 

OVERLAPS THE OTHER SECURE 
WITH 3/8" BOLT x 1-1/4", WITH 3/8" 
FLAT WASHER EACH SIDE OF TUFF 
T, AND 3/8" NUT.

2. SECURE CLEVIS TO TUFF T WITH 
HEX CAP SCREW ZINC  3/8-16x1-1/2", 
WITH 3/8" FLAT WASHER PER SIDE 
OF TUFF T AND HEX NUT FOR 3/8" 
SCREW.

ISOMETRIC NOT TO SCALE

VAPOR BARRIER

FOAM FILL VOIDS

TUFF T, SEE NOTE 1

IMP CEILING

SEALANT TYPICAL

CEILING JOINT
TRIM, SEE NOTE 2

CEILING JOINT
TRIM, SEE NOTE 2

SEE NOTE 3 SEAL AROUND
HANGER ROD WITH
SEALANT

VAPOR BARRIER

TUFF T, SEE NOTE 1

FOAM FILL VOIDS

ALL CONNDITIONS

C
-2

NOTES:
1. SECURE TUFF T WITH 1/4"-14x7/8" HWH 

TEK 1 5/16" HEX SCREW AT 12" ON 
CENTER 

2. TRIM IS SUPPLIED IN THE SAME 
GAUGE AND COLOR AS INSULATED 
METAL PANEL SKIN. FASTEN WITH #
10x3/4" TEK SCREWS AT 12" ON 
CENTER

3. ADD 3/4" ARMAFLEX INSULATION 
ABOVE IMP CEILING TO 1/2" HANGER 
ROD MINIMUM 24" AT FREEZER ONLY.

4. SEE DETAIL C-1.# FOR TUFF T 
ASSEMBLY.

ISOMETRIC NOT TO SCALE

INSIDE CORNER
TRIM, SEE NOTE 2

SEE NOTE 3

INSULATED METAL 
PANEL HIGH WALL

VAPOR BARRIER SEE NOTE 4

INSULATED METAL PANEL 
CEILING

FOAM FILL VOIDS

FIELD CUT THERMAL 
BREAK WITH CONTINUOUS 
BEAD OF SEALANT

14 GAUGE GALVANIZED 
ANGLE, SEE NOTE 1

INSIDE
CORNER
TRIM, SEE
NOTE 2

INSULATED METAL 
PANEL HIGH WALL

14 GA. GALV. 
ANGLE, SEE 
NOTE 1

SEE NOTE 3

INSIDE CORNER TRIM, 
SEE NOTE 2

IMP CEILING

FIELD CUT THERMAL 
BREAK WITH 
CONTINUOUS BEAD OF 
SEALANT

FOAM FILL VOIDS

VAPOR BARRIER SEE 
NOTE 4

INSIDE CORNER
TRIM, SEE NOTE 2

C
-5

NOTES:
1. 3"x3"x14 GALVANIZED ANGLE, FASTEN TO WALL WITH 10-8 FAB-LOKS 12" ON 

CENTER AND FASTEN TO INSULATED METAL PANEL CEILING WITH #10x3/4" 
TEK SCREWS AT 12" ON CENTER.

2. CORNER TRIM IS 26 GAUGE AND IS SUPPIED IN THE SAME COLOR AS 
INSULATED METAL PANEL SKIN. FASTEN WITH #10x3/4" TEK SCREWS AT 12" 
ON CENTER TO INSULATED METAL PANEL ONLY.

3. DO NOT CAULK TRIM IN NON-WASH DOWN AREAS OR JUST STORAGE 
FACILITIES.

4. APPLY VAPOR BARRIER TO WARM SIDE OF INSULATED METAL PANEL,IF 
BOTH SIDES OF CEILING ARE THE SAME TEMPERATURE A VAPOR BARRIER 
IS NOT NEEDED.

2
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CEILING DETAILS

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA
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SCALE:  1/2" = 1'-0"

B4 LATERAL BRACING WIRE

SCALE:  1/2" = 1'-0"

A4 LIGHT FIXTURE SUPPORT

SCALE:  1/2" = 1'-0"

D4 MECHANICAL FIXTURE SUPPORT

SCALE:  1/2" = 1'-0"

C4 SPLAY BRACING

SCALE:  1/2" = 1'-0"

A3 SPLICE

SCALE:  3" = 1'-0"

B2 5" TUFF 'T' ASSEMBLY

SCALE:  3" = 1'-0"

A2 IMP CEILING WITH FORGED YOKE

SCALE:  3" = 1'-0"

B3 IMP CEILING AT HIGH IMP WALL

Tanya Frantzen Tillett
2023.05.30 10:59:11-04'00'
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PLAN

SEE ROOF PLANS

DOWNSPOUT WIDTH

S
E

E
 R

O
O

F
 P

L
A

N
S

D
O

W
N

S
P

O
U

T
 D

E
P

T
H DOWNSPOUT STRAPS

3 PER 10 FOOT SECTION

NOTE: FASTENERS BY 
INSTALLER

FACTORY FOLDED STARTER 
TUBE

FACTORY FABRICATED 
DOWNSPOUT SECTION
10'-0" SECTIONS

FACTORY OFFSET FOR 
CONCEALED JOINTS

STANDARD OR CUSTOM 
WELDED ELBOWS

R
-3

2

ROOF INSULATION

INSULATED METAL PANEL WALL

ANCHOR BAR EXTRUDED 
FASTEN AT 12" ON CENTER, 
SEE NOTE 1

FASCIA COVER

3/8" BEAD OF WATER
CUT-OFF SEALANT

R
-2

NOTES:
1. ANCHOR BAR WITH 12-14x1-1/4" HWH TEK 2 FASTENERS.
2. SEE DETAILS R-1 FOR ROOF EDGE DETAIL.
3. SECURE 20 GA CHANNEL WITH #10x3/4" TEK 1 SCREWS.
4. CAULK PANEL CAP TO OUTER WALL SURFACE WITH APPROVED 

POLYURETHANE OR ELASTOMERIC SEALANT IN ALL COLD STORAGE 
AND FREEZER LOCATIONS. PANEL CAP JOINTS ALSO TO BE SEALED.

FIELD CUT THERMAL BREAK WITH 
CONTINUOUS BEAD OF SEALANT

20 GA.  PANEL CAP FASTEN TO 
BOTH SIDES @ 12" O.C. (EXT. 
SIDE FIRST) SEE NOTE 3

CAULK PANEL CAP,
SEE NOTE 4

SHALLOW FLUTED EXTERIOR PANELS - COLD/EXTERIOR

BUTYL SEALANT

ROOF INSULATION

GUTTER STAY AT 36"
ON CENTER, SEE NOTE 3

3"x1 1/2" ALUMINUM FLASHING 
MATCH INSULATED METAL PANEL 
FINISH, SEE NOTE 4

LARGE BEAD OF BUTYL 
UNDER ALUMINUM

FULLY ADHERE PRESSURE SENSITIVE
COVER STRIP

INSULATED METAL PANEL WALL

ALUMINUM GUTTER WITH
HANGER BRACKETS AT
36" ON CENTER, SEE NOTE 2

TERMINATION STRIP, 
SEE NOTE 1

SHALLOW FLUTED EXTERIOR PANELS - ALL CONDITIONS

R
-3

NOTES:
1. TERMINATION STRIP FASTENED WITH #10x3/4" TEK 1 SCREWS 12"ON CENTER
2. FASTEN GUTTER HANGER WITH (2) #10x3/4" TEK 2 SCREWS. ALTERNATE WITH STAYS AND FASTEN EXTERIOR FACE TO GUTTER. DO 

NOT SCREW TO BOTTOM OF GUTTER.
3. SECURE GUTTER STAY WITH (2) #8x3/4" TEK 1 SCREWS INTO INSULATED METAL PANEL CAP THROUGH GUTTER. 
4. FASTEN ALUMINUM FLASHING WITH #8x3/4" TEK 1 SCREWS AT 12" ON CENTER, SET FASTENERS MINIMUM 2" FROM EXTERIOR.
5. FASTEN HANGAR BRACKETS WITH FAB-LOKS, (2) PER BRACKET, SPACE BRACKETS AT 5'-0" ON CENTER 
6. SEE DETAILS R-1 ROOF EDGE DETAIL.
7. ‘GUTTER HANGAR GAUGE AND SPACING AS REQUIRED FOR AREAS SUBJECT TO ICE AND SNOW LOADS’.
8. SECURE 20 GA CHANNEL WITH #10x3/4" TEK 1 SCREWS.
9. CAULK PANEL CAP WITH APPROVED POLYURETHANE OR ELASTOMERIC SEALANT IN ALL COLD STORAGE AND FREEZER LOCATIONS.

FIELD CUT THERMAL 
BREAK WITH 
CONTINUOUS BEAD 
OF SEALANT

20 GA.  PANEL CAP FASTEN TO BOTH SIDES @ 12" 
O.C. (EXT. SIDE FIRST) SEE NOTE 8

CAULK PANEL CAP,
SEE NOTE 9

INSULATED METAL 
PANEL WALL

SEE NOTE 3

FOAM FILL 
VOIDS

ROOF INSULATION

ROOF
MEMBRANE

CUT EDGE 
SEALANT

HOT-AIR WELD

ROOF MEMBRANE

TERMINATION
BAR SEE NOTE 1

WATER CUT-OFF MASTIC

LAP SEALANT

INSULATED METAL PANEL BASE 
TRIM SEE NOTE 2

SEALANT

CAULK VERTICAL
PANEL JOINTS WITH
SEALANT

ROOF FASTENER AND 
FASTENING PLATE, PER ROOF 
MANUFACTURER 
REQUIREMENTS

COLD/EXTERIOR

R
-1

1

8
"

NOTES:
1. TERMINATION BAR TO BE 

SECURED WITH #10x3/4" TEK 1 
SCREWS AT 12"ON CENTER 

2. PANEL BASE TRIM IS 
SUPPLIED IN THE SAME 
GAUGE AND COLOR AS 
EXTERIOR INSULATED METAL 
PANEL SKIN. FASTEN WITH #
10x3/4" TEK SCREWS AT 12"ON 
CENTER 

3. ALTERNATE LOCATION FOR 
ROOF FASTENER AND 
FASTENING PLATE.

FIELD CUT 
THERMAL BREAK 
WITH CONTINUOUS 
BEAD OF SEALANT

ROOF MEMBRANE SEE ROOF PLAN

EXTERIOR

R
-3

0

8
"

8" MIN

2'X2' WALKWAY PAD

1'-4 39/256"

DOWNSPOUT SPLASH PAD TO 
BE A 2'X2' WALKWAY PAD 
FULLY ADHERED TO ROOFING 
MEMBRANE

1/2" CLR OF FLASHING

VARIES 6"

2
"

120°

DOWNSPOUT SEE ROOF PLAN FOR SIZE, LOCATION AND FINISH

ROOF FLASHING
SEE DETAILS

EXISTING
ROOF INSULATION

EXISTING
ROOF MEMBRANE

HEAT TRACE CONDUIT

INSIDE CORNER
TRIM, SEE NOTE 1

INSULATED METAL PANEL WALL

DETAIL NOTES:
1. CORNER TRIM IS SUPPLIED IN THE SAME GAUGE AND 

COLOR AS INSULATED METAL PANEL SKIN. FASTEN 
WITH #10x3/4" TEK SCREWS AT 12" ON CENTER

2. FOAM FILL TOP FLUTES OF ROOF DECK 42" OUT FROM 
FACE OF INSULATED METAL PANEL.

3. FOAM FILL BOTTOM FLUTES OF ROOF DECK 42" OUT 
FROM FACE OF INSULATED METAL PANEL.

4. CAULK TRIM IN WASH DOWN AREAS

COLD APPLIED MASTIC AT EACH METAL DECK 
VALLEY ON EXTERIOR SIDE

ROOF MEMBRANE, FULLY WELDED 
TO COLD APPLIED MASTIC AND 
METAL DECK

FOAM FILL DECK, SEE NOTE 2

24ga METAL SHIELD

4" INSULATED METAL PANEL

3'-6"

REPLACE ROOF INSULATION AS REQUIRED

FILL VOIDS AND JOINTS WITH FOAM 
IN PLACE INSULATION

7"

7"

7"

FILL VOIDS AND JOINTS 
WITH FOAM IN PLACE 
INSULATION

EXISTING
ROOF INSULATION

EXISTING
ROOF MEMBRANE

FULLY WELDEDCLOSURE ROOF MEMBRANE MATERIAL LAP

FULLY WELDED

FOAM FILL FROM TOP OF 
PANEL TO BOTTOM OF DECK 
AT EACH FLUTE

FOAM FILL DECK, 
SEE NOTE 3

INSIDE CORNER
TRIM, SEE NOTE 1

OUTSIDE CORNER
TRIM, SEE NOTE 1

COLD/WARM

COLD WARM

SELF ADHERING VAPOR BARRIER, 
ETERNABOND OR EQUAL

SELF ADHERING VAPOR 
BARRIER, ETERNABOND 
OR EQUAL

R
L
-3

3

GUTTER STAY AT 36"
ON CENTER, SEE NOTE 2

ALUMINUM GUTTER 
WITH HANGER 
BRACKETS AT 36" ON 
CENTER, SEE
NOTE 1

INSULATED METAL PANEL 
LINER WALL

ROOF INSULATION

ROOF MEMBRANE

FULLY ADHERE
PRESSURE SENSITIVE
COVER STRIP

CONDITIONED/EXTERIOR

R
L
3
.1

NOTES:
1. FASTEN GUTTER HANGER WITH (2) #8x3/4" WOOD SCREWS. ALTERNATE WITH STAYS AND FASTEN 

EXTERIOR FACE TO GUTTER. DO NOT SCREW TO BOTTOM OF GUTTER.
2. SECURE GUTTER STAY WITH (2) #8x3/4" WOOD SCREWS INTO WOOD BLOCKING THROUGH 

GUTTER .
3. FASTEN HANGER BRACKETS WITH 1/4"x1-1/4" NAIL-IN, (2) PER BRACKET, SPACE BRACKETS AT 5'-0" 

ON CENTER

FIELD CUT THERMAL 
BREAK WITH CONTINUOUS 
BEAD OF SEALANT

2

A

B

D
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A5031

US COLD STORAGE

PHASE III EXPANSION

ROOF DETAILS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  6" = 1'-0"

D4 CLOSED FACE DOWNSPOUT

SCALE:  3" = 1'-0"

B4 EXTERIOR IMP WALL @ROOF EDGE
SCALE:  3" = 1'-0"

B5 EXTERIOR IMP WALL @ ROOF EDGE W/ GUTTER

SCALE:  3" = 1'-0"

C5 LOW ROOF @ CONTINUOUS HIGH IMP

SCALE:  3" = 1'-0"

D5 HIGH WALL TO LOW ROOF DOWNSPOUT SPLASH PAD DETAIL

NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

SCALE:  3" = 1'-0"

A4 RL-33 IMP FROST RIBBON AND ROOFING DOUBLE Z-FLASHING AT IMP WALL

SCALE:  3" = 1'-0"

C4 CONCRETE WALL W/LINER @ROOF EDGE W/ FLANGE GUTTER

Tanya Frantzen Tillett
2023.05.30 10:59:20-04'00'

ttillett



1 1/2"

S
T

R
.0

1

(STAIR NOSINGS)

RADIUS OF TREAD EDGE
(TYPICAL FOR ALL PROFILES)

ANGLED RISER

BEVELED NOSINGCURVED NOSING

1 1/2"

30°R1/2"

TREADS AND RISERS:
1. TREADS AND RISERS. ALL STEPS ON A FLIGHT OF STAIRS SHALL HAVE UNIFORM RISER HEIGHTS AND UNIFORM TREAD DEPTHS. 

RISERS SHALL BE 4 INCHES (100 mm) HIGH MINIMUM AND 7 INCHES (180 mm) HIGH MAXIMUM. TREADS SHALL BE 11 INCHES (280 
mm) DEEP MINIMUM.

2. OPEN RISERS: OPEN RISERS ARE NOT PERMITTED.
3. TREAD SURFACE. CHANGES IN LEVEL ARE NOT PERMITTED. EXCEPTION: TREADS SHALL BE PERMITTED TO HAVE A SLOPE NOT 

STEEPER THAN 1:48
4. NOSINGS. THE RADIUS OF CURVATURE AT THE LEADING EDGE OF THE TREAD SHALL BE 1/2 INCH (13 mm) MAXIMUM. NOSINGS 

THAT PROJECT BEYOND RISERS SHALL HAVE THE UNDERSIDE OF THE LEADING EDGE CURVED OR BEVELED. RISERS SHALL BE 
PERMITTED TO SLOPE UNDER THE TREAD AT AN ANGLE OF 30 DEGREES MAXIMUM FROM VERTICAL. THE PERMITTED 
PROJECTION OF THE NOSING SHALL EXTEND 1 1/2 INCHES (38 mm) MAXIMUM OVER THE TREAD BELOW.

5. WET CONDITIONS: STAIR TREADS AND LANDINGS SUBJECT TO WET CONDITIONS SHALL BE DESIGNED TO PREVENT THE 
ACCUMULATION OF WATER.

S
T

R
.0

2

3'
-0

"

3'
-0

"

(STAIRS) (RAMPS) (WALKING SURFACES)

(HANDRAIL CLEARANCE WITH
HORIZONTAL PROJECTIONS
BELOW GRIPING SURFACE)

2
 1

/4
" 

M
IN

.

2 1/4" MIN.

HANDRAILS:
1. GENERAL. HANDRAILS ARE REQUIRE ON RAMP RUNS WITH A RISE GREATER THAN 6 INCHES (150 mm) AND ON CERTAIN STAIRWAYS. HANDRAILS ARE NOT REQUIRED ON WALKING SURFACES WITH RUNNING SLOPES LESS THAN 1:20. HOWEVER, HANDRAILS ARE REQUIRED 

TO COMPLY WITH HANDRAIL REQUIREMENTS WHEN HANDRAILS ARE PROVIDED ON WALKING SURFACES WITH RUNNING SLOPES LESS THAN 1:20.
2. WHERE REQUIRED. HANDRAILS SHALL BE PROVIDED ON BOTH SIDES OF STAIRS AND RAMPS. EXCEPTION: IN ASSEMBLY AREAS, HANDRAILS SHALL NOT BE REQUIRED ON BOTH SIDES OF AISLE RAMPS WHERE A HANDRAIL IS PROVIDED AT EITHER SIDE OR WITHIN THE 

AISLE WIDTH.
3. CONTINUITY. HANDRAILS SHALL BE CONTINUOUS WITHIN THE FULL LENGTH OF EACH STAIR FLIGHT OR RAMP RUN. INSIDE HANDRAILS ON SWITCHBACK OR DOGLEG STAIRS AND RAMPS SHALL BE CONTINUOUS BETWEEN FLIGHTS OR RUNS. EXCEPTION: IN ASSEMBLY 

AREAS, HANDRAILS ON RAMPS SHALL NOT BE REQUIRED TO BE CONTINUOUS IN AISLES SERVING SEATING.
4. HEIGHT. TOP OF GRIPPING SURFACES OF HANDRAILS SHALL BE 34 INCHES (865 mm) MINIMUM AND 38 INCHES (965 mm) MAXIMUM VERTICALLY ABOVE WALKING SURFACES, STAIR NOSINGS, AND RAMP SURFACES. HANDRAILS SHALL BE AT A CONSISTENT HEIGHT ABOVE 

WALKING SURFACES, STAIR NOSINGS, AND RAMP SURFACES.
5. CLEARANCE. CLEARANCE BETWEEN HANDRAIL GRIPPING SURFACES AND ADJACENT SURFACES SHALL BE 2 1/4 INCHES (38 mm) MINIMUM.
6. GRIPPING SURFACE. HANDRAIL GRIPPING SURFACES SHALL BE CONTINUOUS ALONG THEIR LENGTH AND SHALL NOT BE OBSTRUCTED ALONG THEIR TOPS OR SIDES. THE BOTTOMS OF HANDRAIL GRIPPING SURFACES SHALL NOT BE OBSTRUCTED FOR MORE THAN 20 

PERCENT OF THEIR LENGTH. WHERE PROVIDED, HORIZONTAL PROJECTIONS SHALL OCCUR 2 1/4 INCHES (38 mm) MINIMUM BELOW THE BOTTOM OF THE HANDRAIL GRIPPING SURFACE. EXCEPTIONS: 1. WHERE HANDRAILS ARE PROVIDED ALONG WALKING SURFACES WITH 
SLOPES NOT STEEPER THAN 1:20, THE BOTTOMS OF HANDRAIL GRIPPING SURFACES SHALL BE PERMITTED TO BE OBSTRUCTED ALONG THEIR ENTIRE LENGTH WHERE THEY AE INTEGRAL TO CRASH RAILS OR BUMPER GUARDS. 2. THE DISTANCE BETWEEN HORIZONTAL 
PROJECTIONS AND THE BOTTOM OF THE GRIPPING SURFACE SHALL BE PERMITTED TO BE REDUCED BY 1/8 INCH (3.2 mm) FOR EACH 1/2 INCH (13 mm) OF ADDITIONAL HANDRAIL PERIMETER DIMENSION THAT EXCEEDS 4 INCHES (100 mm).
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(TOP AND BOTTOM HANDRAIL
EXTENSION AT RAMPS)

(TOP HANDRAIL EXTENSION AT STAIRS)

(BOTTOM HANDRAIL EXTENSION AT STAIRS)

12" MIN. 12" MIN. 12" MIN.

12" MIN.

HANDRAIL EXTENSIONS.
1. HANDRAIL GRIPPING SURFACES SHALL EXTEND BEYOND AND IN THE SAME DIRECTION OF STAIR FLIGHTS AND RAMP RUNS. EXCEPTIONS: 1. EXTENSIONS SHALL NOT BE REQUIRED FOR CONTINUOUS HANDRAILS AT THE INSIDE TURN OF 

SWITCHBACK OR DOGLEG STAIRS AND RAMPS. 2. IN ASSEMBLY AREAS, EXTENSIONS SHALL NOT BE REQUIRED FOR RAMP HANDRAILS IN AISLES SERVING SEATING WHERE THE HANDRAILS ARE DISCONTINUOUS TO PROVIDE ACCESS TO SEATING 
AND TO PERMIT CROSSOVERS WITHIN AISLES. 3. IN ALTERATIONS, FULL EXTENSIONS OF HANDRAILS SHALL NOT BE REQUIRED WHERE SUCH EXTENSIONS WOULD BE HAZARDOUS DUE TO PLAN CONFIGURATION.

2. TOP AND BOTTOM EXTENSION AT RAMPS. RAMP HANDRAILS SHALL EXTEND HORIZONTALLY ABOVE THE LANDING FOR 12 INCHES (305 mm) MINIMUM BEYOND THE TOP AND BOTTOM OF RAMP RUNS. EXTENSIONS SHALL RETURN TO A WALL, 
GUARD, OR THE LANDING SURFACE, OR SHALL BE CONTINUOUS TO THE HANDRAIL OF AN ADJACENT RAMP RUN.

3. TOP EXTENSION AT STAIRS. AT THE TOP OF A STAIR FLIGHT, HANDRAILS SHALL EXTEND HORIZONTALLY ABOVE THE LANDING FOR 12 INCHES (305 mm) MINIMUM BEGINNING DIRECTLY ABOVE THE FIRST RISER NOSING. EXTENSIONS SHALL 
RETURN TO A WALL, GUARD, OR THE LANDING SURFACE, OR SHALL BE CONTINUOUS TO THE HANDRAIL OF AN ADJACENT STAIR FLIGHT.

4. BOTTOM EXTENSION AT STAIRS. AT THE BOTTOM OF A STAIR FLIGHT, HANDRAILS SHALL EXTEND AT THE SLOPE OF THE STAIR FLIGHT FOR A HORIZONTAL DISTANCE AT LEAST EQUAL TO ONE TREAD DEPTH BEYOND THE LAST RISER NOSING. 
EXTENSION SHALL RETURN TO A WALL, GUARD, OR THE LANDING SURFACE, OR SHALL BE CONTINUOUS TO THE HANDRAIL OF AN ADJACENT STAIR FLIGHT.
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FINISH FLOOR
EL. VARIES

6"

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. 
VERTICALS, EQUALLY 
SPACED, 4'-0" ON 
CENTER MAXIMUM

PIPE 1 1/2 STD. 
CONTINUOUS HANDRAIL 
EXTENSION WITH 
RETURN TO VERTICAL

PIPE 1 1/2 STD. VERTICALS,
EQUALLY SPACED, 4'-0" ON CENTER 
MAXIMUM

PIPE 1 1/2 STD. CONTINUOUS 
HANDRAIL EXTENSION WITH 
RETURN TO VERTICAL

ANTI-SLIP NOSING
SEE SPECS

CONCRETE STAIR

CONCRETE
LANDING

CONCRETE STAIR

1" MAX.

82°
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"

STAIR NOTES:
1. STAIR SHALL HAVE UNIFORM RISER HEIGHTS AND TREAD 

WIDTHS FOR ANY GIVEN FLIGHT OF STAIRS.
2. SEE STRUCTURAL FOR ALL REINFORCING REQUIREMENTS.
3. HORIZONTALS SPACED TO PREVENT THE PASSAGE OF A 21" 

Ø SPHERE.

6" 1'-1"

FINISHED SURFACE
OF CONCRETE TREAD

STEEL SLEEVE SEE
STRUCTURAL FOR
MINIMUM EMBED

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD.
VERTICALS, EQUALLY
SPACED, 4'-0" ON 
CENTER MAXIMUM

3
4
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IN

. 
3
8"
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2 1/4" MINIMUM CLEAR

3"

DETAIL B

DETAIL A

B

PIPE 1 1/2 STD. HANDRAIL
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"

PIPE 1 1/2 STD. 
HORIZONTALS

3
'-6

"

1
'-1

1
"

1
'-7

"

1'-1 1/2"

4'-0" MAX.

S
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AND DETAILS

PIPE 1 1/2 STD. 
GUARDRAIL VERTICAL

4x1/4" CONTINUOUS
KICKPLATE WELDED
TO EXTERIOR SIDE
OF VERTICALS AS
REQUIRED

SEE STRUCTURAL FOR 
MINIMUM EMBED

FINISHED SURFACE
OF CONCRETE STAIR

PROVIDE BLOCKING AND SCREWS AT 
STUD WALLS. EXPANSION BOLTS AT CMU 
OR CONCRETE

PIPE 1 1/2 
CONTINUOUS
HANDRAIL

SECURE 
HANDRAIL
TO STRUCTURAL 
WALL

PROVIDE BLOCKING
AND SCREWS AT
STUD WALLS.
EXPANSION BOLTS
AT CMU OR
CONCRETE

SECURE HANDRAIL TO
STRUCTURAL WALL

PIPE 1 1/2 STD. 
CONTINUOUS 
HANDRAIL RETURN 
TO WALL AT ENDS

PLAN

SECTION

KICK PLATE
SECTION

MINIMUM CLEAR

2 1/4"

MINIMUM CLEAR

2 1/4"

3"

1
/4

"
4
"

S
T

R
.1

0

STEEL CHANNEL (SEE STRUCTURAL)

STRINGER WELDED TO GALVANIZED STEEL
PLATE WHICH IS BOLTED ON STACKED
2X8 PRESSURE TREATED BLOCKS WHICH
REST ON TOP OF SLIP SHEET WHICH
REST ON TOP OF ROOF.

ROOF DECK

INSULATION

TOP OF FIRST TREAD

GALVANIZED GRATING

ROOFING MEMBRANE

1'
-0

"

NOTE: OPENINGS IN GRATING SHALL NOT ALLOW PASSAGE OF A SPHERE MORE THAN 1/2" Ø AND 
THE ELONGATED OPENINGS SHALL BE PLACED SO THAT THE LONG DIMENSION IS 
PERPENDICULAR TO THE DOMINANT DIRECTIONS OF TRAVEL.

7
"

11"

±
 7

"

S
T

R
.1

1

STEEL CHANNEL (SEE STRUCTURAL)

GALVANIZED GRATING

CONCRETE SLAB

1'
-0

"

STRINGER WELDED TO 
GALVANIZED STEEL
ANGLE WHICH IS BOLTED TO 
CONCRETE FLOOR SEE 
STRUCTURAL

NOTE: OPENINGS IN GRATING SHALL NOT ALLOW PASSAGE OF A SPHERE MORE THAN 1/2" Ø AND 
THE ELONGATED OPENINGS SHALL BE PLACED SO THAT THE LONG DIMENSION IS 
PERPENDICULAR TO THE DOMINANT DIRECTIONS OF TRAVEL.

7
"

11"

PIPE 1 1/2 STD. HANDRAIL 
SECURED TO VERTICALS

STEEL CHANNEL (SEE 
STRUCTURAL)

SECURE WALKING SURFACE 
TO STRINGER

3
4
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. 
3
8"
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FINISHED SURFACE SEE 
PLAN FOR TYPE, MATERIAL & 
DIRECTION

NOTE:
1. SEE PLAN FOR MATERIAL, 

TYPE & FINISH.
2. HORIZONTALS SPACED TO 

PREVENT THE PASSAGE OF 
A 21"ø SPHERE.

2 1/4" MIN.

S
T

R
.1

4

FOAM FILL VOID

3"X3" STEEL ANGLE

STEEL FASTENER

INSULATED METAL 
WALL PANEL

3"X3" STEEL ANGLE

PIPE 1 1/2 STD. 
VERTICALS, EQUALLY
SPACED, 4'-0" ON CENTER 
MAXIMUM

PIPE 1 1/2 STD. HORIZONTAL 
GUARDRAIL

4"

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. VERTICALS, 
EQUALLY SPACED, 4'-0" ON CENTER 
MAXIMUM

STEEL CHANNEL 
(SEE STRUCTURAL)

STRUCTURAL
STEEL FRAMING

STEEL CHANNEL
(SEE STRUCTURAL)

GALVANIZED GRATING 
LANDING

NOTES:
1. SEE PLAN FOR MATERIAL TYPE/FINISH.
2. HORIZONTALS SPACED TO PREVENT THE PASSAGE OF A 21" Ø 

SPHERE.
3. OPENINGS IN GRATING SHALL NOT ALLOW PASSAGE OF A 

SPHERE MORE THAN 1/2" Ø AND THE ELONGATED OPENINGS 
SHALL BE PLACED SO THAT THE LONG DIMENSION IS 
PERPENDICULAR TO THE DOMINANT DIRECTIONS OF TRAVEL.
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WITH STEEL GRATING

PIPE 1 1/2 STD. 
HORIZONTALS

S
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FINISHED SURFACE
OF CONCRETE
LANDING

STEEL SLEEVE SEE
STRUCTURAL FOR
MINIMUM EMBED

C
E

N
T

E
R

LI
N

E

3
'-6

"

3"

NOTE:
1. SEE PLAN FOR MATERIAL 

TYPE/FINISH.
2. HORIZONTALS SPACED TO 

PREVENT THE PASSAGE OF A 21" Ø 
SPHERE.
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PIPE 1 1/2" STD. 
HORIZONTALS

PIPE 1 1/2 STD.
VERTICALS, EQUALLY
SPACED, 4'-0" ON CENTER 
MAXIMUM

PIPE 1 1/2" STD. 
HORIZONTALS

4
"

1
/4

"

4" KICKPLATE 

S
T

R
.1

8

PIPE 1 1/2 STD. HORIZONTALS

PIPE 1 1/2 STD. VERTICALS, 
EQUALLY SPACED, 4'-0" ON CENTER 
MAXIMUM

STEEL CHANNEL 
(SEE STRUCTURAL)

STRUCTURAL
STEEL FRAMING

STEEL CHANNEL
(SEE STRUCTURAL)

FILL PAN WITH CONCRETE

NOTES:
1. SEE PLAN FOR MATERIAL TYPE/FINISH.
2. HORIZONTALS SPACED TO PREVENT THE 

PASSAGE OF A 21" Ø SPHERE.
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WITH CONC. FILLED PAN

PIPE 1 1/2 STD. HORIZONTALS

S
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FINISH FLOOR

EL. VARIES

1 1/2" STD. PIPE 
HORIZONTALS

1 1/2" STD. PIPE 
VERTICALS, EQUALLY 
SPACED, 4'-0" ON 
CENTER MAXIMUM

1 1/2" STD. PIPE 
CONTINUOUS HANDRAIL 
EXTENSION WITH 
RETURN TO VERTICAL

CONCRETE STAIR

82°
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6" 1'-1"

DETAIL A
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AT TREADS

3'-8" MAX.

C
E

N
T

E
R
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N

E
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R
O

M
 N
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3
'-0

" 6"

STEEL CHANNEL:
SEE STRUCTURAL

GALVANIZED GRATING 
WITH NON-SKID NOSING

1'
-0

"

3
'-0

"

4
" 

M
IN

.

7
" 

M
A

X
.

1'-1 1/2" 11"

2"

1 1/2" STD. GALVANIZED 
PIPE HANDRAIL WITH 
ELBOW RETURN TO 
VERTICAL

1
'-0

"

1
'-7

"
1
'-7

"
4
"

<
 4

"

3
'-6

"

1 1/2" STD. GALVANIZED 
PIPE GUARDRAIL

STAIR NOTES:
1. SEE PLAN FOR MATERIAL TYPE/FINISH.
2. STAIR SHALL HAVE UNIFORM RISER HEIGHTS AND TREAD WIDTHS FOR ANY GIVEN FLIGHT OF STAIRS.
3. SEE STRUCTURAL FOR ALL REINFORCING AND STEEL FRAMING REQUIREMENTS.
4. HORIZONTALS SPACED TO PREVENT THE PASSAGE OF A 21"Ø SPHERE.
5. OPENINGS IN GRATING SHALL NOT ALLOW PASSAGE OF A SPHERE MORE THAN 1/2" Ø AND THE 

ELONGATED OPENINGS SHALL BE PLACED SO THAT THE LONG DIMENSION IS PERPENDICULAR TO THE 
DOMINANT DIRECTIONS OF TRAVEL.

VERTICALS EQUALLY 
SPACED AT 4'-0" ON 
CENTER MAXIMUM

GALVANIZED GRATING TREAD 
SECURED TO STRINGER

KICKPLATE

1 1/2"

METAL GRATE

1"

STAIR TREAD AND 
RISER PROFILE:
SEE STAIR TYPES

1 1/2" STD. PIPE HORIZONTALS

1 1/2" STD. PIPE VERTICAL:
4'-0" MAXIMUM SPACING

STRINGER FRAMING:
SEE STRUCTURAL

2" 11" 11"

2"

4
" 

M
IN

.

7
" 

M
A

X
.

PROVIDE BENDS AT 
TURNS (NOT MITER) 

1'-1"

2
'-3

"

C
E

N
T

E
R

LI
N

E

1
'-7

"

C
E

N
T

E
R

LI
N

E

1
'-1

1
"

C
E

N
T

E
R

LI
N

E

3
'-6

"

6
"

METAL STAIR

STRINGER WELDED TO 
GALVANIZED STEEL ANGLE 
WHICH IS BOLTED TO 
CONCRETE FLOOR:
SEE STRUCTURAL

STAIR NOTES:
1. SEE PLAN FOR MATERIAL TYPE/FINISH.
2. STAIR SHALL HAVE UNIFORM RISER HEIGHTS AND TREAD WIDTHS FOR ANY GIVEN 

FLIGHT OF STAIRS.
3. SEE STRUCTURAL FOR ALL REINFORCING AND STEEL FRAMING REQUIREMENTS.
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US COLD STORAGE

PHASE III EXPANSION

STAIR DETAILS
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04/03/2023
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07366

LAKE CITY, FLORIDA

SCALE:  1/2" = 1'-0"

B4 TREADS AND RISERS

SCALE:  1/2" = 1'-0"

C4 HANDRAILS

SCALE:  1/2" = 1'-0"

D4 HANDRAIL EXTENSIONS

SCALE:  1/2" = 1'-0"

A1 CONCRETE STAIR

SCALE:  6" = 1'-0"

C3 HANDRAIL SECTIONS

SCALE:  1" = 1'-0"

B5 STAIR TREAD @ ROOF

SCALE:  1" = 1'-0"

A4 STAIR TREAD @ CONCRETE FLOOR
SCALE:  1" = 1'-0"

A5 STAIR HANDRAIL & GUARDRAIL DETAIL

SCALE:  1" = 1'-0"

B3 LANDING SECTION DETAIL

SCALE:  1" = 1'-0"

A3 CONCRETE LANDING SECTION DETAIL

SCALE:  1" = 1'-0"

B2 LANDING SECTION DETAIL

SCALE:  3/4" = 1'-0"

C2 CONCRETE STAIR BASE DETAIL

SCALE:  1" = 1'-0"

D2 LANDING SECTION DETAIL

SCALE:  1" = 1'-0"

B1 STAIR BASE - GUARDRAIL AND HANDRAIL
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S
T

R
.0

5

WITH STEEL GRATING

FINISH FLOOR

EL. VARIES

PIPE 1 1/2 STD. CONTINUOUS 
HANDRAIL

PIPE 1 1/2 STD. 
VERTICAL, CENTERED 
ON STAIR NOSING

3X8 TUBE STEEL BETWEEN 
STAIR STRINGERS (EXPOSED 
END TO BE CLOSED WITH 
WELDED STEEL PLATE)

STEEL CHANNEL 
(SEE STRUCTURAL)

STEEL CHANNEL 
(SEE STRUCTURAL)

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. 
VERTICALS, EQUALLY 
SPACED, 4'-0" ON 
CENTER MAXIMUM

PIPE 1 1/2 STD. 
CONTINUOUS 
HANDRAIL 
EXTENSION WITH 
RETURN TO 
VERTICAL

WELD TO TOP OF
CHANNEL

STEEL CHANNEL 
(SEE STRUCTURAL)

GALVANIZED GRATING TREAD 
SECURED TO STRINGER

PIPE 1 1/2 STD. VERTICALS, EQUALLY 
SPACED, 4'-0" ON CENTER MAXIMUM

PIPE 1 1/2 STD. CONTINUOUS HANDRAIL
EXTENSION WITH RETURN TO VERTICAL

KICKPLATE

GALVANIZED GRATING 
LANDING SECURED TO 
STRUCTURAL FRAMING

GALVANIZED GRATING 
LANDING SECURED 
TO STRUCTURAL 
FRAMING

GALVANIZED GRATING 
TREAD SECURED TO 
STRINGER

KICKPLATE TYP.

C
E

N
T

E
R

LI
N

E

1
'-1

1
"

3
4
" 

M
IN

. 
3
8"

 M
A

X
.

3
'-0

"

C
E

N
T

E
R

LI
N

E

3
'-6

"

11" 11" 2"

1" MAX.

11"

7
"

PIPE 1 1/2 STD. HORIZONTALS

PIPE 1 1/2 STD. VERTICALS, 
EQUALLY SPACED, 4'-0" ON CENTER 
MAXIMUM

PIPE 1 1/2 STD. 
CONTINUOUS HANDRAIL

STEEL CHANNEL 
(SEE STRUCTURAL)

STEEL CHANNEL
(SEE STRUCTURAL)

GALVANIZED GRATING 
TREAD

3
4
" 

M
IN

. 
3
8"

 M
A

X
.

3
'-0

"

2 1/4" MINIMUM CLEAR

C
E

N
T

E
R

LI
N

E

3
'-6

"

4
"

DETAIL B

DETAIL A

B

1
'-1

1
"

PIPE 1 1/2 STD. HORIZONTALS

3
 3

/4
" 

M
A

X
.

STAIR NOTES:
1. STAIR SHALL HAVE UNIFORM RISER HEIGHTS AND TREAD WIDTHS FOR ANY GIVEN 

FLIGHT OF STAIRS.
2. SEE STRUCTURAL FOR ALL REINFORCING AND STEEL FRAMING REQUIREMENTS.
3. HORIZONTALS SPACED TO PREVENT THE PASSAGE OF A 21"Ø SPHERE.
4. OPENINGS IN GRATING SHALL NOT ALLOW PASSAGE OF A SPHERE MORE THAN 1/2" 

Ø AND THE ELONGATED OPENINGS SHALL BE PLACED SO THAT THE LONG 
DIMENSION IS PERPENDICULAR TO THE DOMINANT DIRECTIONS OF TRAVEL.

C
E

N
T

E
R

LI
N

E

3
'-0

"

1
'-7

"

C
E

N
T

E
R

LI
N

E

1
'-1

1
"

1'-1 1/2"

3
'-6

"

1 1/2"

4
"

7
"

1
'-7

"

1
'-7

"
1
'-1

1
"

3
'-6

"

2
'-3

"

5 1/2"

1'-1"

4'-0" MAX

S
T

R
.0

4

WITH CONC. FILLED PAN

FINISH FLOOR

EL. VARIES

PIPE 1 1/2 STD. 
CONTINUOUS HANDRAIL

PIPE 1 1/2 STD. 
VERTICAL, CENTERED 
ON STAIR NOSING

3X8 TUBE STEEL
BETWEEN STAIR
STRINGERS (EXPOSED
END TO BE CLOSED
WITH WELDED STEEL
PLATE)

STEEL CHANNEL 
(SEE STRUCTURAL)

FILL PANS WITH
CONCRETE

STEEL CHANNEL 
(SEE STRUCTURAL)

FILL PANS WITH
CONCRETE

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. 
VERTICALS, EQUALLY 
SPACED, 4'-0" ON 
CENTER MAXIMUM

PIPE 1 1/2 STD. 
CONTINUOUS HANDRAIL 
EXTENSION WITH RETURN 
TO VERTICAL

WELD TO TOP OF
CHANNEL

STEEL CHANNEL 
(SEE STRUCTURAL)

FILL PANS WITH
CONCRETE

PIPE 1 1/2 STD. VERTICALS,
EQUALLY SPACED, 4'-0" ON CENTER MAXIMUM

PIPE 1 1/2 STD. CONTINUOUS HANDRAIL
EXTENSION WITH RETURN TO VERTICAL

1'-1"

2
'-3

"

C
E

N
T

E
R

LI
N

E

3
'-0

"

C
E

N
T

E
R

LI
N

E

3
'-6

"

STAIR NOTES:
1. STAIR SHALL HAVE UNIFORM RISER 

HEIGHTS AND TREAD WIDTHS FOR ANY 
GIVEN FLIGHT OF STAIRS.

2. SEE STRUCTURAL FOR ALL REINFORCING 
AND STEEL FRAMING REQUIREMENTS.

3. HORIZONTALS SPACED TO PREVENT THE 
PASSAGE OF A 21" Ø SPHERE.

1" MAX.

11"

B

PIPE 1 1/2 STD. VERTICALS, 
EQUALLY SPACED, 4'-0" ON 
CENTER MAXIMUM

STEEL CHANNEL (SEE 
STRUCTURAL)

SECURE WALKING 
SURFACE TO STRINGER

1
'-1

1
"

3
'-6

"

3
'-0

"

4
"

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. HANDRAIL

DETAIL B

FILL PANS WITH 
CONCRETE

DETAIL A

PIPE 1 1/2 STD. 
HORIZONTALS

2 1/4" MIN.

1
'-7

"

C
E

N
T

E
R

LI
N

E

1
'-1

1
"

1'-1 1/2"

5 1/2"

1
'-7

"
1
'-1

1
"

3
'-6

"

C
E

N
T

E
R

LI
N

E

3
'-6

"

1
'-7

"
1
'-1

1
"

7
"

3
'-6

"

1 1/2"

11" 11" 2"

2"
4
" 

M
IN

7
" 

M
A

X

4
"

4'-0" MAX.

6"

PIPE 1 1/2 STD. VERTICALS,
EQUALLY SPACED, 4'-0" ON CENTER 
MAXIMUM

ANTI-SLIP NOSING
SEE SPECS

CONCRETE STAIR

CONCRETE
LANDING

CONCRETE STAIR

11"

7
"

1" MAX.

82°

STAIR NOTES:
1. STAIR SHALL HAVE UNIFORM RISER HEIGHTS AND TREAD WIDTHS FOR ANY 

GIVEN FLIGHT OF STAIRS.
2. SEE STRUCTURAL FOR ALL REINFORCING REQUIREMENTS.
3. REQUIRED GUARDS SHALL NOT HAVE OPENINGS WHICH ALLOW PASSAGE OF A 

SPHERE 4" IN DIAMETER FROM WALKING SURFACE TO REQUIRED GUARD 
HEIGHT.

4. THE TRIANGULAR OPENINGS AT THE OPEN SIDES OF A STAIR, FORMED BY THE 
RISER, TREAD, AND BOTTOM RAIL SHALL NOT ALLOW PASSAGE OF A SPHERE 6" 
IN DIAMETER

PIPE 1 STD. VERTICAL PICKETS 
SPACED, 4" ON CENTER 
MAXIMUM

PIPE 1 STD. 
VERTICAL PICKETS 
SPACED, 4" ON 
CENTER MAXIMUM

FINISHED SURFACE
OF CONCRETE TREAD

STEEL SLEEVE SEE
STRUCTURAL FOR
MINIMUM EMBED

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD.
VERTICALS, EQUALLY
SPACED, 4'-0" ON 
CENTER MAXIMUM

C
E

N
T

E
R

LI
N

E

F
R

O
M

 N
O

S
IN

G
3
'-0

"

F
R

O
M

 N
O

S
IN

G
3
'-6

"

2 1/4" MINIMUM CLEAR

3"

4
" 

M
A

X

PIPE 1 STD. VERTICAL 
PICKETS SPACED, 4" 
ON CENTER MAXIMUM

DETAIL B

DETAIL A

PIPE 1 1/2 STD. HANDRAIL

S
T

R
.2

5

FINISH FLOOR
EL. VARIES

PIPE 1 1/2 STD. 
HORIZONTALS

PIPE 1 1/2 STD. 
VERTICALS, EQUALLY 
SPACED, 4'-0" ON 
CENTER MAXIMUM

PIPE 1 1/2 STD. 
CONTINUOUS HANDRAIL 
EXTENSION WITH 
RETURN TO VERTICAL

PIPE 1 1/2 STD. CONTINUOUS 
HANDRAIL EXTENSION WITH 
RETURN TO VERTICAL

CONCRETE
LANDING

82°

C
E

N
T

E
R

LI
N

E

2
'-3

"

6" 1'-1"

B

1
'-1

1
"

1
'-7

"

1'-1 1/2"

4'-0" MAX.
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SCALE:  1/2" = 1'-0"

A2 STEEL STAIR FRAMING

SCALE:  1/2" = 1'-0"

C4 STEEL STAIR FRAMING

SCALE:  1/2" = 1'-0"

A4 CONCRETE STAIR
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D
K

.4
4

AT DOCK PIT

CONTINUOUS DOCK PIT-
FORMED PER APPROVED 
SHOP DRAWINGS

CONCRETE STEP INTO DOCK 
PIT WITH NON-SKID NOSING

PRE-CAST 
CONCRETE CAP

6" STD. CONCRETE 
FILLED PIPE 
BOLLARD:
PAINT SAFETY 
YELLOW

1 1/2 STD. PIPE HANDRAIL 
WELDED TO BOLLARD:
PAINT SAFETY YELLOW

EMBEDDED CURB 
ANGLE:
SEE STRUCTURAL

SLOPE

FLOOR SLAB

BOLLARD SET IN CONCRETE:
SHOWN FOR REFERENCE
SEE SLAB PLAN AND 
STRUCTURAL FOR ACTUAL 
BOLLARD MOUNTING.

PROVIDE BOND 
BREAKER

5
'-0

"

1" MAX.

E
Q

E
Q

1'-0" 1'-6"

1
'-6

"
1
'-6

"

1'-0" 1'-6"

D
K

.4
3

PROTECTION BRACKET

PLAN VIEW

3" * 6" 3"

9"

3" 3"

FRONT VIEW

L3X4X0'-8"

7/8" FOR 3/4" 
EXPANSION 
ANCHOR

3"

10"

SIDE VIEW

C8X11.5X3'-0"

L3X4X0'-8"

FACE OF TRUCK 
DOCK WALL

L3X4X0'-8"

FACE OF TRUCK DOCK 
WALL

EXPANSION 
ANCHOR

NEW 6"X6" 
DOWNSPOUT

C8X11.5X3'-0"

*CONFIRM SIZE AND SHAPE OF DOWNSPOUTS PRIOR TO 
FABRICATING DOWNSPOUT GUARD AND NOTE THAT BRACKET 
MUST FIT BETWEEN THE DOCK SHELTERS ALL DOWNSPOUTS ON 
DOCK TO HAVE GUARD.

5'
-9

"

2
"

8
"

8
"

2
"

4'
-1

"

5'
-9

"

2
"

8
"

8
"

2
"

4'
-1

"

SEAL TOP CONT.

3” PER 1'=0”
SLOPE MIN.

FLASHING CONCRETE TILT-UP WALL

MODULAR BEAM 
WALL MOUNTING 
BRACKET

MODULAR BEAM 
AT EACH END

FASCIA MATCH EXISTING

 M
A

T
C

H
 E

X
IS

T
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G
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A5 PIT STEP AND HANDRAIL

SCALE:  1 1/2" = 1'-0"

C5 DOWNSPOUT GUARD MOUNTED TO WALL

SCALE:  1 1/2" = 1'-0"

A4 CANOPY

Tanya Frantzen Tillett
2023.05.30 10:59:54-04'00'

ttillett



INSULATED METAL PANEL WALL
(SEE PLAN FOR THICKNESS)

SEE STRUCTURAL

EXPOSED 
CONCRETE

 6
"

S
E

E
 P

L
A

N
S

F
A

C
E

 H
E

IG
H

T

CONCRETE 
FINISH

8"

C
R

B
.0

9

NOTE: CONCRETE CURB TO
BE STRIPPED GREEN AND
HARD TROWELED.

PROVIDE SEALANT 
TO FILL 1/8" X 1" GAP

4 MIL POLYETHYLENE 
SLIP SHEET

SECTIONAL OVERHEAD

FRP/HM

IN-FITTING COOLER/FREEZER
RAPID ROLL-UP

HORIZONTAL SLIDE (SINGLE)

HORIZONTAL SLIDE (BI-PARTING)

INSULATED METAL 
PANELACT DOOR

8" 1/2 OF OPENING + 1'-0" 8" ROUGH OPENING SEE MANUFACTURER SPECIFICATIONS 8" 1/2 OF OPENING + 1'-0" 8"

SEE DOOR SCHEDULE

DOOR SIZE VARIES

DOOR PROTECTION SEE SLAB 
PLAN FOR LOCATIONS TYPICAL

CONCRETE CURB TYPICAL

8" ROUGH OPENING SEE MANUFACTURER SPECIFICATIONS 8" OPENING + 1'-0" 8"

SEE DOOR SCHEDULE

DOOR SIZE VARIES

DOOR PROTECTION SEE SLAB 
PLAN FOR LOCATIONS TYPICAL

CONCRETE CURB TYPICAL

8" R.O. SEE MANUFACTURER SPECIFICATIONS 8"

CONCRETE CURB TYPICAL

DOOR PROTECTION SEE SLAB 
PLAN FOR LOCATIONS TYPICAL

4"
ROUGH OPENING

SEE MANUFACTURER SPECIFICATIONS 4"

SEE DOOR SCHEDULE

DOOR SIZE VARIES

CONCRETE
CURB TYPICAL

8" ROUGH OPENING SEE MANUFACTURER SPECIFICATIONS 8"

SIZE VARIES SEE DOOR SCHEDULE

SIZE VARIES SEE 
DOOR SCHEDULE

1'-6"

SPECIFICATIONS

ROUGH OPENING
SEE MANUFACTURER 8"

1'-0"

1'-6"

SPECIFICATIONS

ROUGH OPENING
SEE MANUFACTURER 4"

1'-0"

CONCRETE
CURB TYPICAL

CONCRETE
CURB TYPICAL

SIZE VARIES SEE 
SCHEDULE

SIZE VARIES SEE 
SCHEDULE

DOOR CLEARANCE VARIES WITH SIZE OF DOOR

DOOR CLEARANCE VARIES WITH SIZE OF DOOR

C
R

B
.3

0

F
O

R
 D

IS
T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

F
O

R
 D

IS
T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

F
O

R
 D

IS
T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

F
O

R
 D

IS
T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

F
O

R
 D
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T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

F
O

R
 D

IS
T

A
N

C
E

S
E

E
 S

L
A

B
 P

L
A

N
S

INSULATED METAL PANEL WALL
(SEE PLAN FOR THICKNESS)

CONCRETE FLOOR SLAB:
SEE STRUCTURAL

C
R

B
.0

9
E

NOTE:

1. PALLET STOP ANGLE TO BE 
PAINTED SAFETY YELLOW.

2. PALLET STOP ANGLE TO BE 
INSTALLED FLUSH WITH THE FACE 
OF STRUCTURAL COLUMNS.

3. PALLET STOP ANGLE TO BE 
INSTALLED PRIOR TO RACK 
INSTALLATION.

PALLET STOP 6"x4"x 1/2" ANGLE 
WITH 3/4" WEDGE ANCHORS AT 
2'-0" O.C.

COLUMN BEYOND:
SEE STRUCTURAL

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

CURB DETAILS

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1 1/2" = 1'-0"

C5 CONCRETE CURB @ NON-WASH DOWN AREAS

SCALE:  1/2" = 1'-0"

A3 TYP. CURB STOP LOCATIONS

SCALE:  1 1/2" = 1'-0"

C4 PALLET STOP ANGLE
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A PERMIT ISSUE 05/26/2023

Tanya Frantzen Tillett
2023.05.30 11:00:06-04'00'
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DOOR OPENING, TYPICAL

PIPE 6 STD.

CONCRETE SLAB

COPE FLANGES 
AROUND PIPE

HORIZONTAL STEEL CHANNELS 
WELDED TO BOLLARDS

4
'-0

"

6
"

3
'-4

"
2
"

NOTE:
1.)  VERIFY U-GUARD WIDTH AND HEIGHT REQUIREMENTS WITH  
DOOR MANUFACTURER SHOP DRAWINGS

G
P

.0
1

SEE STRUCTURAL FOR 
MOUNTING CONDITIONS

PRE-CAST CONCRETE CAP

4

A501

PIPE 6 STD. BOLLARD FILLED WITH 
CONCRETE SEE PLANS FOR FINISH

1
"

1/2"

DOOR OPENING

DOOR JAMB , TYP.
1"

DOOR HEAD, TYP.

3" SCH. 40 STEEL 
PIPE STD.

OF DOOR

CENTER LINE

4"X12" STEEL FLAT 
PLATE FOR 
MOUNTING OF 
DOOR ACTIVATION 
MOTIONS SENSOR

G
P

.0
2

WITH WING DETAIL

CONCRETE FLOOR 
SLAB SEE 
STRUCTURAL

PIPE 6 STD.

COPE FLANGES 
AROUND PIPE

HORIZONTAL STEEL 
CHANNELS WELDED TO 
BOLLARDS

6
"

2
'-4

"
2
"

3
'-0

" SEE 
STRUCTURAL 
FOR MOUNTING 
CONDITION

PRE-CAST 
CONCRETE CAP

NOTES:
1. SEE SLAB PLANS DWGS. FOR LOCATIONS.
2.  INSULATED METAL PANEL - COORDINATE U-
GUARD    OPENING. SIZE WITH  DOOR 
MANUFACTURER FOR CLEARANCES.

CONCRETE FLOOR SLAB 
SEE STRUCTURAL

SEE STRUCTURAL FOR MOUNTING 
CONDITIONS

G
P

.0
3

PIPE 6 STD.

1
"

1/2"

DOOR OPENING

DOOR JAMB , TYP.
1"

DOOR HEAD, TYP.

3" SCH. 40 STEEL 
PIPE STD.

4"X12" STEEL FLAT 
PLATE FOR 
MOUNTING OF 
DOOR ACTIVATION 
MOTIONS SENSOR

OF DOOR

CENTER LINE

FIN. FLR.

CONCRETE  FLOOR SLAB 
SEE STRUCTURAL

STEEL SPOOL BASE EMBED. 
INSTALL FLUSH WITH THE 
FINISH FLOOR. BOLLARDS TO 
BE WELDED TO BASE

PIPE BOLLARD FILLED WITH 
CONCRETE SEE PLANS FOR 
FINISH AND SIZES

4
'-0

"

G
P

.1
1

DETAIL A

DETAIL B

WELDED STAINLESS STEEL CAP AT 
STAINLESS STEEL BOLLARD

PRE-CAST CONCRETE CAP

STAINLESS STEEL 
BOLLARD

SPOOL PLATE 
SEE STRUCTURAL

METAL CHANNEL

SCHEDULE 40 PIPE 
BOLLARD FILLED 
WITH CONCRETE

5, 6

A501

6
"

2
'-6

"
6
"

6
"

4
'-0

"

G
P

.1
2

PRE-CAST 
CONCRETE CAP

SEE STRUCTURAL FOR MOUNTING 
CONDITION

WELDED STEEL CAP

PIPE 6 SCH. 80 BOLLARD
FILLED WITH CONCRETE. 
PRIME AND PAINT SAFETY 
YELLOW

HORIZONTAL STEEL 
CHANNELS WELDED TO 
BOLLARDS

SEE PLANS FOR DIMS.

8'-0" MAX.

5
"

6
"

1
1
"

6
"

1
1
"

9
"

4
'-0

"

CONCRETE  FLOOR
SLAB SEE STRUCTURAL

COPE FLANGES AROUND PIPE

SEE STRUCTURAL FOR 
MOUNTING CONDITION

METAL CHANNEL

PIPE 6" SCH. 80 
BOLLARD FILLED 
WITH CONCRETE.  
PRIME AND PAINT 
SAFETY YELLOW

5
"

6
"

1
1
"

6
"

1
1
"

9
"

WELDED STEEL 
CAP

SECTION ELEVATION

4
'-0

"

G
P

.1
3

G
P

.1
3.

1

6" DIAMETER BOLLARD
SEE PLANS FOR FINISH

HORIZONTAL STEEL 
CHANNELS WELDED TO 
BOLLARDS

4
'-0

"

CONCRETE  FLOOR
SLAB SEE STRUCTURAL

COPE FLANGES AROUND PIPE

SEE STRUCTURAL FOR SPOOL 
PLATE MOUNTING CONDITION

6" DIAMETER 
BOLLARD. PRIME 
AND PAINT SAFETY 
YELLOW

WELDED STEEL CAP

SECTION ELEVATION

4
'-0

"

6x8.2 STEEL 
CHANNEL

1/4" STEEL PLATE 
WELDED TO  
CHANNELS AND 
BOLLARDS.

1/4" STEEL PLATE 
WELDED TO  
CHANNELS AND 
BOLLARDS.

KEEP 1/4" STEEL 
PLATE TIGHT TO 
THE FLOOR.

KEEP 1/4" STEEL 
PLATE TIGHT TO 
THE FLOOR.

SEE STRUCTURAL FOR 
SPOOL PLATE 
MOUNTING CONDITION

8"
1'

-7
"

3"

6x8.2 STEEL 
CHANNEL

6"
8"

6"
1'

-7
"

6"
3"

4'
-0

"

6"
3"

6"
6"

WELDED STEEL CAP

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

BOLLARD AND GUARD
DETAILS

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3/4" = 1'-0"

A4 TYPICAL U-GUARD W/ WING GUARD

SCALE:  3/4" = 1'-0"

B5 TYPICAL BOLLARD POST
SCALE:  3/4" = 1'-0"

B4 TYPE "U1" TYPICAL U-GUARD DETAIL

SCALE:  3/4" = 1'-0"

C5 TYPE "B2" TYPICAL BOLLARD SPOOL MOUNTED
SCALE:  3/4" = 1'-0"

C4 TYPICAL FIXED GUARDRAIL DETAIL

SCALE:  3/4" = 1'-0"

D4 TYPE "G1" FIXED GUARDRAIL DETAIL
SCALE:  3/4" = 1'-0"

D2 GLYCOL GUARDRAIL DETAIL

NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

Tanya Frantzen Tillett
2023.05.30 11:00:17-04'00'

ttillett



EXTERIOR INTERIOR

2"x2" WHITE PEEL AND
STICK COLLAR VAPOR
BARRIER

PIPE JACKET

PIPE INSULATION
VAPOR BARRIER

INSULATED METAL PANEL WALL, 
SEE NOTE 1

HEAVY BEAD BUTYL SEALANT

REFRIG. PIPE INSULATION

SEE NOTE 3

REFRIG. PIPE

HEAVY BEAD BUTYL SEALANT

APPLY SEALANT TO
PIPE INSULATION
JACKET TO INSULATED 
METAL PANEL WALL

SEALANT

HEAVY BEAD BUTYL 
SEALANT

3"x3" PEEL AND
STICK VAPOR
BARRIER

COLD/EXTERIOR

P
-1

1" (SEE NOTE 1)

NOTES: 
1. CUT HOLE 

DIAMETER 1" 
LARGER THAN PIPE 
DIAMETER IN 
INSULATED METAL 
PANEL WALL.

2. INSTALL PIPE.
3. FOAM FILL ALL 

VOIDS
4. FASTEN PER 

MANUFACTURER 
FASTENING 
PATTERN 
REQUIREMENTS

VAPOR BARRIER INSULATED METAL PANEL WALL, 
SEE NOTE 1

REFRIG. PIPE INSULATION

REFRIG. PIPE

FOAM FILL VOIDS

APPLY SEALANT TO
PIPE INSULATION
JACKET TO INSULATED 
METAL PANEL WALL

PIPE INSULATION 
COLLAR TO CONCEAL 
VAPOR BARRIER

SEALANT

EXTERIOR INTERIOR

COLD/EXTERIOR

P
-2

NOTES:
1. CUT HOLE DIAMETER 1" LARGER THAN PIPE DIAMETER IN 

INSULATED METAL PANEL WALL.
2. INSTALL PIPE.
3. FASTEN PER MANUFACTURER FASTENING PATTERN 

REQUIREMENTS.

METAL CONDUIT

SEALANT

FOAM FILL VOID

INSULATED METAL PANEL WALL, SEE NOTE 1

SEALANT

3/4" THICK ARMAFLEX PIPE 
INSULATION WITH PVC TAPE 
WRAPPING BY ELEC. 
CONTRACTOR

FILL NON-SPLICE
CONDULET WITH DUCT
SEAL TO FORM A
VAPOR BARRIER

COLD/WARM

P
-3

30" MIN.

NOTES:
1. CAULKING AND SEALING SHALL MAINTAIN VAPOR BARRIER CONTINUITY OF INSULATED 

METAL PANEL.
2. PENETRATION SHALL BE DRILLED AFTER CONDUIT IS INSTALLED AND PROPERLY 

SUPPORTED ON EACH SIDE OF WALL, REMAINIGN VOIDS SHAL BE FILLED COMPLETELY 
WITH APPROVED SEALANT.

COLD SIDE WARM SIDE

INSULATED METAL 
PANEL WALL

FIRE MAIN
HEAT TAPE AT
FREEZER TO
AMBIENT ONLY

SEALANT

TRIM WITH
SEALANT

PIPE 
INSULATION

VAPOR BARRIER

SEALANT

24" 24"

COLD/WARM

P
-4

COLDWARM

SPRINKLER PIPE

VAPOR BARRIER

INSULATED METAL PANEL WALL FOAM FILL VOIDS

BUTYL SEALANT

PIPE INSULATION

COLD/WARM

P
-5

DIMENSIONS

ROOM TEMP. A B C D HEAT TRACE

+40/-10 TO +28 48" - 4" 4" A

+40/AMBIENT 48" - 3" 3" -

-10 TO +28/AMBIENT 48" 48" 4" 4" A AND B

D

A B

C

2

A

B

D

21

PROJECT INFORMATION

SHEET ID

SHEET TITLE

REVISIONS

DATE ISSUED:

REVIEWED BY:

A/EOR:

DESIGNED BY:

PROJECT NUMBER:

1 3

3

4

4 5

5

C

OWNER

SEAL

CONSULTANT

TAKING SOLUTIONS FURTHER

OPERATING AS:
THE STELLAR GROUP

2900 HARTLEY ROAD, JACKSONVILLE, FL. 32257 (904) 260-2900
WWW.STELLAR.NET

FLORIDA ARCHITECTURAL LICENSE NO. AR0013370
FLORIDA ENGINEERING LICENSE NO. CA5930

The Stellar Group, Inc. 
All rights reserved. No part of this work may be used, 
reproduced, distributed, displayed, or otherwise 
communicated in any form or by any means without the 
prior written consent of The Stellar Group, Inc.

5
/2

5
/2

0
2
3

 7
:1

6
:2

6
 P

M
B

IM
 3

6
0

:/
/0

7
3
6

6
_

U
n
it
e

d
 S

ta
te

s
 C

o
ld

 S
to

ra
g

e
 B

u
ild

in
g

 E
x
p
a

n
s
io

n
 P

h
a
s
e

 I
II
 F

L
/0

7
3
6

6
_

P
H

A
S

E
 I
II
_

A
_
R

2
0

.r
v
t

A5901

US COLD STORAGE

PHASE III EXPANSION

PENETRATION DETAILS

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

SCALE:  3" = 1'-0"

A5 COLD PIPE PENETRATION AT IMP WALL

SCALE:  3" = 1'-0"

B5 COLD PIPE PENETRATION AT IMP WALL

SCALE:  3" = 1'-0"

C5 CONDUIT PENETRATION DETAIL

SCALE:  3" = 1'-0"

D5 FIRE SPRINKLER PENETRATION @ IMP WALL
SCALE:  3" = 1'-0"

D4 FIRE PROTECTION PIPE AT IMP WALL

Tanya Frantzen Tillett
2023.05.30 11:00:29-04'00'

ttillett



GENERAL NOTES:

1. REFER TO REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
2. FOR ADDITIONAL BRACING REQUIRED FOR SUSPENDED CEILINGS REFER TO SEISMIC SUSPENDED CEILING DETAILS ON SHEET...

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

ROOM FINISH SCHEDULE

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

ROOM FINISH SCHEDULE
ROOM

NUMBER ROOM NAME FLOOR BASE

WALL CEILING
REMARKS

N E S W MAT FIN
100 FIRE RISER

101 FREEZER C/SEAL IMP IMP IMP IMP EXP P/G

102 COLD DOCK C/SEAL IMP IMP IMP IMP EXP P/G

103 BATTERY CHARGING C/SEAL IMP IMP IMP IMP EXP P/G

103A VESTIBULE IMP IMP IMP IMP EXP P/G

104 VESTIBULE IMP IMP IMP IMP IMP MANU.

105 VESTIBULE IMP IMP IMP IMP IMP MANU.

106 VESTIBULE IMP IMP IMP IMP IMP MANU.

107 VESTIBULE IMP IMP IMP IMP IMP MANU.

108 VESTIBULE IMP IMP IMP IMP IMP MANU.

109 RAIL DOCK C/SEAL - - IMP - - -

110 FIRE SPRINKLER - - - - - - - -

111 TOILET ACT MANU.

112 USDA OFFICE ACT MANU.

113 USDA - - - - - IMP MANU.

114 ENGINERING OFFICE - - - - - - ACT MANU.

116 MAINTENANCE

117 PARTS

118 COMPRESSOR ROOM C/SEAL - - - - - - -

120 MACHINE ROOM

121 FIRE RISER - - IMP IMP IMP IMP IMP MANU.

201 BREAK ROOM RES RB-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 ACT MANU.

202 CORRIDOR RES RB-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 ACT MANU.

203 TOILET RES RB-1 GWB / TILE GWB / PT-1 GWB / TILE GWB / TILE ACT MANU.

204 TOILET RES RB-1 GWB / TILE GWB / PT-1 GWB / TILE GWB / TILE ACT MANU.

205 TOILET RES RB-1 GWB / TILE GWB / PT-1 GWB / TILE GWB / TILE ACT MANU.

206 TOILET RES RB-1 GWB / TILE GWB / TILE GWB / TILE GWB / PT-1 ACT MANU.

207 TOILET RES RB-1 GWB / TILE GWB / TILE GWB / TILE GWB / PT-1 ACT MANU.

208 JANITOR RES RB-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 GWB / PT-1 ACT MANU.

301 SOUTH CATWALK B / GRATING - - - - - - -

302 NORTH CATWALK B / GRATING - - - - - - -

FINISH KEY
Finish

Location
Finish

Category ITEM TYPE
USE

DESCRIPTION SIZE
MANUFACTURE

R
PRODUCT MODEL /

SERIES / NAME
COLOR /

PRODUCT # GROUTS
INTERIOR

BASE FINISH

INTERIOR BASE FINISH EPX-1 EPOXY FLOOR FINISH

INTERIOR BASE FINISH EPX-2 EPOXY FLOOR FINISH

INTERIOR BASE FINISH RB-1 RUBBER BASE

INTERIOR BASE FINISH TL-1 CERAMIC TILE

INTERIOR BASE FINISH TL-2 DAIRY TILE

INTERIOR BASE FINISH UNF UNFINISHED

INTERIOR BASE FINISH URE-1 URETHANE FLOOR FINISH

INTERIOR BASE FINISH VIN-1 VINYL BASE

CEILINGS

INTERIOR CEILINGS ACT ACOUSTIC CEILING TILE

INTERIOR CEILINGS CONC CONCRETE

INTERIOR CEILINGS EXP EXPOSED STRUCTURE

INTERIOR CEILINGS GWB GYPSUM WALL BOARD

INTERIOR CEILINGS IMP INSULATED METAL PANEL

INTERIOR CEILINGS MANU. BY MANUFACTURER

INTERIOR CEILINGS P/G PRIMED PAINTED STEEL WITH
GALVANIZED DECK

FLOOR FINISH

INTERIOR FLOOR FINISH B / GRATING PAINTED BAR GRATING

INTERIOR FLOOR FINISH C/HDNR CONCRETE W/ HARDENER

INTERIOR FLOOR FINISH C/SEAL CONCRETE W/ SEALER

INTERIOR FLOOR FINISH CPT-1 CARPET TILE

INTERIOR FLOOR FINISH CPT-2 CARPET TILE

INTERIOR FLOOR FINISH EPX-1 EPOXY FLOOR FINISH

INTERIOR FLOOR FINISH EPX-2 EPOXY FLOOR FINISH

INTERIOR FLOOR FINISH ETR EXISTING TO REMAIN

INTERIOR FLOOR FINISH MANU. BY MANUFACTURER

INTERIOR FLOOR FINISH RES RESINUOUS

INTERIOR FLOOR FINISH TL-1 CERAMIC TILE

INTERIOR FLOOR FINISH TL-2 DAIRY TILE

INTERIOR FLOOR FINISH UNF UNFINISHED

INTERIOR FLOOR FINISH URE-1 URETHANE FLOOR FINISH

WALLS

INTERIOR WALLS GLZ GLAZING/ STOREFRONT

INTERIOR WALLS IMP INSULATED METAL PANEL

INTERIOR WALLS MANU. BY MANUFACTURER

INTERIOR WALLS PT-1 PAINT

INTERIOR WALLS PT-2 PAINT

INTERIOR WALLS PT-3 PAINT

INTERIOR WALLS PT-4 PAINT

INTERIOR WALLS TL-3 CERAMIC TILE

INTERIOR WALLS UNF UNFINISHED

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023

A DESIGN DEVELOPMENT 1 03/06/2023

Tanya Frantzen Tillett
2023.05.30 11:00:42-04'00'

ttillett



DOOR SCHEDULE - ABBREVIATIONS

ALUM ALUMINUM
FAB FABRIC
FAB INS FABRIC INSULATED
FRP FIBERGLASS REINFORCED PANEL
GLV GALVANIZED
HM HOLLOW METAL
HM INS HOLLOW METAL INSULATED
INS GLS INSULATED GLASS
MFR MANUFACTURER
N/A NOT APPLICABLE
PCARB POLYCARBONATE
PR PAIR
SAF GLS SAFETY GLASS
SCW SOLID CORE WOOD
SS STAINLESS STEEL
SS INS STAINLESS STEEL INSULATED
STL STEEL
STL INS STEEL INSULATED

DOOR SCHEDULE - PROCESS LEGEND

1. WASHDOWN
2. SLOPED GUTTER ON BOTTOM BAR

REMARKS:

F

FLUSH DOOR
SEE SCHEDULE 
FOR MATERIAL

H
E

IG
H

T

WIDTH

VERTICAL LIFT SECTIONAL DOOR

(WALL OPENING)

SCHEDULED WIDTH

(W
A

L
L
 O

P
E

N
IN

G
)

S
C

H
E

D
U

L
E

D
 H

E
IG

H
T

KICKPLATE, SEE 
HARDWARE SETS, 
TYP

LOUVER, SEE 
HARDWARE SETS & 
MECH, TYP

PANEL OVERLAP PER DOOR MFR.
UNLES SPECIFIED OTHERWISE

MFR.
PER DOOR

D
O

O
R

 P
A

N
E

L
S

DOOR PANELS

M
F

R
.

P
E

R
 D

O
O

R

SEC

VERTICAL LIFT SECTIONAL DOOR 
W/ VISION PANEL

GLAZING

SEC-V

(WALL OPENING)

SCHEDULED WIDTH

(W
A

L
L
 O

P
E

N
IN

G
)

S
C

H
E

D
U

L
E

D
 H

E
IG

H
T

PANEL OVERLAP PER DOOR MFR.
UNLES SPECIFIED OTHERWISE

MFR.
PER DOOR

D
O

O
R

 P
A

N
E

L
S

DOOR PANELS

M
F

R
.

P
E

R
 D

O
O

R

FLEXIBLE HIGH-SPEED 
ROLL-UP DOOR

WIDTH

H
E

IG
H

T

RR-VR

BI-PARTING INSULATED METAL SLIDING 
FREEZER / COOLER DOOR W/ VISION LITE 

(MOTORIZED)

LC

OPTIONAL DRIVE 
SHROUD

WIDTH

H
E

IG
H

T

PANEL RETENTION 
SYSTEM

SUPPORT 
POST

OPTIONAL 
VISION FAN

HEADER

CONTROL 
BOX

WIDTH +12" WIDTH +19.5"

BIP

H
E

IG
H

T

WIDTH

SINGLE FLUSH HALF LITE DOOR
SEE SCHEDULE FOR MATERIAL

GLAZING

G

IN-FITTING DOOR

IN

WIDTH

H
E

IG
H

T

SF1

INTERIOR STOREFRONT WINDOW 
SINGLE GLAZED W/ CLEAR TEMPERED GLASS

C5
A7002

C5
A7002

C5
A7002

4'-0" 4'-0"

8'-0"

4'
-0

"
3'

-7
"

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

DOOR AND WINDOW
SCHEDULE

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

DOOR SCHEDULE - PERSONNEL

DOOR FRAME

RATIN
G

HARDWARE

REMARKS
DOOR

NO. TYPE WIDTH

SIZE

MAT'L FINISH GLAZING
TYP

E MAT'L FINISH

JAMB
CONDITIO

N

DETAILS

SET
FUNCTIO

NHEIGHT HEAD JAMB SILL
100 F 3'-0" 7'-0" FRP -- N/A F1 FRP -- WRAP A4/A7003 A4/A7003 N/A

109B G 3'-0" 7'-0" FRP -- INS GLS F1 FRP -- WRAP A4/A7002 A2/A7002 N/A

201 F 3'-6" 7'-0" HM -- N/A F1 HM INS -- BUTT B5/A7003 B5/A7003 N/A

203 F 3'-0" 7'-0" HM -- N/A F1 HM INS -- WRAP A5/A7003 A5/A7003 N/A

204 F 3'-0" 7'-0" HM -- N/A F1 HM INS -- WRAP A5/A7003 A5/A7003 N/A

205 F 3'-0" 7'-0" HM -- N/A F1 HM INS -- WRAP A5/A7003 A5/A7003 N/A

206 F 3'-0" 7'-0" HM -- N/A F1 HM INS -- WRAP A5/A7003 A5/A7003 N/A

207 F 3'-0" 7'-0" HM -- N/A F1 HM INS -- WRAP A5/A7003 A5/A7003 N/A

208 F 3'-0" 7'-0" HM N/A F1 HM INS -- WRAP N/A

DOOR SCHEDULE - SERVICE

DOOR

GUID
E

TYPE

FRAME

RATIN
G

HARDWARE

REMARKS
DOOR

NO. TYPE

SIZE

MAT'L FINISH GLAZING TYPE MAT'L FINISH

DETAILS

SET
FUNCTIO

N

DOOR
OPERATI

ON ACTIVATIONWIDTH HEIGHT THICK HEAD JAMB SILL
101A BIP 8'-0" 15'-0" 4" ALUM -- N/A - MFR ALUM -- C3/A7002 C3/A7002 N/A MFR MANUAL

101B IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

101C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

101D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

101E BIP 8'-0" 16'-0" 4" ALUM -- N/A - MFR ALUM -- C3/A7002 C3/A7002 N/A MFR MANUAL

101F IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

101G IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- A1/A7002 C1/A7002 A1/A7002 N/A MFR MANUAL

101H IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- A1/A7002 C1/A7002 A1/A7002 N/A MFR MANUAL

101J IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- A1/A7002 C1/A7002 A1/A7002 N/A MFR MANUAL

101K IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

102A SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102B SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102C SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102D SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102E SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102F SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102G SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102H SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102J SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102K SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102L SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102M SEC-V 10'-0" 11'-3 1/2" 2" STL INS -- INS GLS VL N/A N/A -- A2/A7002 A2/A7002 A2/A7002 N/A MFR MANUAL

102N IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- A1/A7002 D1/A7002 A1/A7002 N/A MFR MANUAL

103A SEC 8'-0" 20'-0" 2" STL INS -- N/A HL N/A N/A -- A5/A7002 A5/A7002 N/A MFR MANUAL

103B IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

103D SLD 9'-0" 20'-0" 4" ALUM -- N/A - MFR ALUM -- C3/A7002 C3/A7002 N/A MFR MANUAL

104A RR-VR 6'-3" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

104B RR-VR 6'-3" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

104C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

104D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

105 SEC 8'-0" 10'-0" 2" STL INS -- N/A LHR N/A N/A -- C4/A7002 C4/A7002 N/A MFR MANUAL

105A RR-VR 12'-0" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

105B RR-VR 12'-0" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

105C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

105D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

106A RR-VR 12'-0" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

106B RR-VR 12'-0" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

106C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

106D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

107A RR-VR 6'-3" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

107B RR-VR 6'-3" 9'-4" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

107C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

107D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

108A RR-VR 5'-5" 10'-7" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

108B RR-VR 5'-5" 10'-7" 1" FAB MFR N/A MFR N/A N/A MFR A3/A7002 A3/A7002 A3/A7002 N/A MFR ELECTRIC

108C IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

108D IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

109A IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

302 IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

303 IN 3'-0" 7'-0" 4" ALUM -- N/A N/A MFR ALUM -- C2/A7002 D1/A7002 C2/A7002 N/A MFR MANUAL

306 BIP 8'-0" 16'-0" 4" ALUM -- N/A - MFR ALUM -- C3/A7002 C3/A7002 N/A MFR MANUAL

DOOR ELEVATIONS

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023

A DESIGN DEVELOPMENT 1 03/06/2023

WINDOW ELEVATION

STOREFRONT SCHEDULE

WINDOW
TAG LENGTH HEIGHT

SF1 8'-0" 4'-0"

Tanya Frantzen Tillett
2023.05.30 11:00:54-04'00'

ttillett



COLD

D
-3

POLYETHYLENE VAPOR 
BARRIER

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND SEALANT IN SEAMS. 

CONTINUOUS SLIP SHEET 
WITH TAPED JOINTS

FREEZER FLOOR 
INSULATION

INFITTING COOLER/ 
FREEZER DOOR, 
SEE DOOR 
SCHEDULE

COUNTERSUNK 
THRU BOLT

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER

INSULATED METAL 
PANEL

FREEZER

FLOOR SLAB, SEE 
STRUCTURAL

BACKER ROD AND 
SEALANT

SWEEP GASKET

METAL CASING 
BEYOND

CHANNEL CAP

INFITTING COOLER/ 
FREEZER DOOR, SEE 
DOOR SCHEDULE

INTERIOR

FLOOR INSULATION

SUB SLAB, SEE 
STRUCTURAL

1/2" RIGID INSULATION, 
SAME AS UNDERSLAB 
INSULATION 

HEAT SLAB TO BE 
PLACED ON WARM SIDE

HEAD DETAIL

SILL DETAIL

FF 0'-00"

FREEZERINTERIOR

CHANNEL CAP

COUNTERSUNK 
THRU BOLT

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

METAL FRAME OVER 
PLASTIC LUMBER 

INSULATED METAL PANEL

3" GALVANIZED TRACK

MOTOR

HORIZONTAL SLIDING/
BI-PARTING DOOR, 
SEE SCHEDULE

HEATED NEOPRENE
DOOR SEAL

HEAD DETAIL

SILL DETAIL

ARMOR JOINT ON 
WARM SIDE OF WALL
SEE STRUCTURAL

PLASTIC LUMBER 

D
-9

.1

FF 0'-00"

JOINT SEALANT

PROVIDE 
ARMORED JOINT 

AS REQUIRED 
BASED ON POUR 

SEQUENCE

THERMALLY BROKEN
ALUMINUM FRAME

GLAZING

INTERIOR EXTERIOR

PROVIDE RAIN DRIP 
AT EXTERIOR

4 1/2"

7 1/4"4 1/2"

2 3/4"

INSULATION WHERE 
INDICATED

METAL STUDS WITH 
GYPSUM BOARD 

CONCRETE PANEL 

SHIM, BACKER ROD AND 
SEALANT

HEAD/JAMB DETAIL W
-C

P
.2

1

THERMALLY BROKEN
ALUMINUM FRAME

GLAZING

INTERIOR
EXTERIOR

4 1/2"

7 1/4"5"

2 3/4"

INSULATION WHERE 
INDICATED

METAL STUDS WITH 
GYPSUM BOARD 

CONCRETE PANEL 

SHIM, BACKER ROD AND 
SEALANT

HEAD

JAMB

COLD D
-2

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND SEALANT IN SEAMS. 

INFITTING COOLER/ 
FREEZER DOOR, SEE 
DOOR SCHEDULE

COUNTERSUNK THRU BOLT

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER

INSULATED METAL PANEL

DOOR HARDWARE

TILT-UP 
CONCRETE 
WALL, SEE 
STRUCTURAL

COLD D
-2

.2

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND SEALANT IN SEAMS. 

COUNTERSUNK THRU BOLT

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER

INSULATED METAL PANEL

CHANNEL CAP

INFITTING COOLER/ FREEZER 
DOOR, SEE DOOR SCHEDULE

DOOR HARDWARE

TILT-UP CONCRETE 
WALL, SEE 
STRUCTURAL

JAMB DETAIL

SHIM AS REQUIRED

SEALANT

FOAM FILL VOID

SEALANT

STEEL CHANNEL, 
SEE STRUCTURAL

METAL TRIM TO MATCH 
INSULATED METAL 
PANEL FINISH

INSULATED METAL PANEL

DOOR SYSTEM, 
SEE SCHEDULE

HEAD 

DETAIL

STEEL FASTENERINSULATED METAL 
PANEL TRIM

SEALANT

METAL TRIM TO 
MATCH INSULATED 
METAL PANEL FINISH

SEALANT

DOOR SYSTEM, 
SEE SCHEDULE

STEEL ANCHOR

FOAM FILL VOID

STEEL CHANNEL, 
SEE STRUCTURAL

SEALANT, SEE NOTE 1

SHIM AS REQUIRED

MINIMUM
1"

POP RIVET 

SEALANT

D
-1

6

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND 

SEALANT IN SEAMS.
2. 22 GAUGE METAL WRAP TO MATCH ADJACENT 

INSULATED METAL PANEL GAUGE AND COLOR.

COLD

D
-2

POLYETHYLENE VAPOR BARRIER, 
SEE NOTE 2

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND SEALANT IN SEAMS. 
2. LAP VAPOR BARRIER JOINTS 6" AND SEAL WITH SEALANT.
3. APPLY (2) BEADS OF SEALANT INSIDE BASE CHANNEL, SET BASE CHANNEL ON 

TOP OF (2) BEADS OF SEALANT.
4. COMPLETELY INFILL UNDERSIDE OF THRESHOLD WITH MASTIC

CONTINUOUS SLIP SHEET WITH 
TAPED JOINTS

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL FRAME OVER 
PLASTIC LUMBER 

INSULATED METAL PANEL

FLOOR INSULATION

FOAM FILL VOIDS

FIELD CUT THERMAL BREAK WITH 
CONTINUOUS BEAD OF SEALANT

16 GAUGE GALVANIZED BASE 
CHANNEL

MINIMUM 3/4" SEALANT, 
SEE NOTE 3

INFITTING COOLER/ 
FREEZER DOOR, SEE 
DOOR SCHEDULE

COUNTERSUNK THRU BOLT

CAULK, SEE NOTE 1

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL FRAME OVER 
PLASTIC LUMBER

INSULATED METAL PANEL

SEALANT

RAIN DRIP 

EXTERIOR
FREEZER

METAL CASING BEYOND

INFITTING COOLER/ 
FREEZER DOOR, SEE 
DOOR SCHEDULE

BACKER ROD AND 
SEALANT

TUBE GASKET

TILT-UP 
CONCRETE 
WALL, SEE 
STRUCTURAL

BASE OF DESIGN: 
PEMKO 254X5
_FG, SEE NOTE 4 

HEAD 

DETAIL

SILL 

DETAIL

CONTINUOUS SINGLE PLY, 
FULLY ADHERED, 60-MIL WHITE 
THERMOPLASTIC POLYOLFIN 
(TPO) MEMBRANE

EXPANSION JOINT

1/2"

COLD/EXTERIOR D
L
-4

.1

CONCRETE WALL INSULATED METAL PANEL WALL

WEATHER STRIP

CONCRETE SLAB OF 
DOCK PIT FLOOR 

EXPANSION ANCHOR

SEALANT

DOOR TRACK

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER

SEALANT

CHANNEL CAP, SEE NOTE 1

DOOR SYSTEM, 
SEE SCHEDULE

NOTES:
1. CHANNEL CAP FINISH TO MATCH 

ADJACENT INSULATED METAL PANEL 
GAUGE AND COLOR.

WEATHER STRIP

METAL CASING OVER PLASTIC 
LUMBER

CHANNEL CA, SEE NOTE 1

SEALANT

EXPANSION ANCHOR

CONCRETE WALL

DOOR SYSTEM, SEE SCHEDULE

COLD/WARM

D
-1

1
.1

INSULATED METAL PANEL WALL

JAMB DETAIL

HEAD DETAIL

DOOR SYSTEM, 
SEE SCHEDULE

NOTES:
1. APPLY CAULK BETWEEN WALL AND FRAME AND SEALANT IN SEAMS. 

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER

COUNTERSUNK THRU BOLT

INSULATED METAL PANEL WALL

SEALANT, SEE NOTE 1

PLASTIC LUMBER

METAL CASING OVER 
PLASTIC LUMBER 

COUNTERSUNK THRU BOLT

HEAD/JAMB DETAIL D
R

-C
P

.9

CONCRETE 
PANEL

CONCRETE ANCHOR
COUNTERSINK HEAD

INSULATED 
METAL LINER 
PANEL

PLASTIC BLOCKING

INSULATED SECTIONAL
VERTICAL LIFT DOOR

SEALANT

DOOR TRACK

FIELD CUT THERMAL
BREAK

GASKETING

METAL TRIM
SEALANT

LINER PANEL

PLASTIC BLOCKING

INSULATED SECTIONAL
VERTICAL LIFT DOOR

SEALANT

DOOR TRACK

FIELD CUT THERMAL
BREAK

SEALANT

METAL TRIM

HEAD

JAMB

DOCK SEAL WHERE 
INDICATED

DOCK SEAL WHERE 
INDICATED

HEAD DETAIL

SILL DETAIL

INSULATED METAL 
PANEL WALL

SEALANT

GALVANIZED J-CHANNEL 
FRAME *PROVIDE 
STAINLESS STEEL FRAME 
AT WASH DOWN AREA

DOOR SYSTEM, 
SEE SCHEDULE

THROUGH BOLT FASTENER

COLUMN SUPPORT,
SUPPLIED BY DOOR 
MANUFACTURER

ARMOR JOINT ON 
WARM SIDE OF WALL

JOINT SEALANT

FF 0'-00"

CONCRETE SLAB
SEE STRUCTURAL

SURFACE GRIND FOR 
SMOOTH TRANSISTION 
TO ARMORED JOINT

PROVIDE ARMORED 
JOINT AS REQUIRED 

BASED ON POUR 
SEQUENCE

16" GAUGE BENT STEEL  
FOAM-FILLED DOOR SILL

COLD/WARM

D
-7

.1

GALVANIZED J-CHANNEL 
FRAME *PROVIDE 
STAINLESS STEEL FRAME 
AT WASH DOWN AREA

SELF SUPPORTING GALVANIZED
FRAME (BY MANUFACTURER)

THROUGH BOLT FASTENER

INSULATED METAL 
PANEL WALL

SEALANT

JAMB DETAIL DOOR SYSTEM, SEE SCHEDULE

2

A

B

D
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US COLD STORAGE

PHASE III EXPANSION

DOOR AND WINDOW
DETAILS

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  3" = 1'-0"

C2 INFITTING DOOR SILL DETAIL - INTERIOR
SCALE:  3" = 1'-0"

C3 HORIZONTAL/BI-PARTING SLIDING DOOR HEAD DETAIL

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

SCALE:  1 1/2" = 1'-0"

C5 STOREFRONT WINDOW AT CONCRETE PANEL
SCALE:  3" = 1'-0"

C1 INFITTING DOOR JAMB DETAIL

SCALE:  3" = 1'-0"

D1 INFITTING DOOR JAMB DETAIL

SCALE:  3" = 1'-0"

A4 RECESSED FRAME HEAD AND JAMB
SCALE:  3" = 1'-0"

A1 INFITTING DOOR SILL DETAIL - EXTERIOR
SCALE:  3" = 1'-0"

A2 VERTICAL DOCK DOOR HEAD & JAMB @ LINER
SCALE:  3" = 1'-0"

A5 VERTICAL LIFT DOOR HEAD & JAMB

SCALE:  1 1/2" = 1'-0"

C4 INSUL SECT VERT LIFT DOOR AT CONCRETE PANEL

SCALE:  3" = 1'-0"

A3 HIGH SPEED ROLL UP DOOR HEAD

Tanya Frantzen Tillett
2023.05.30 11:01:04-04'00'

ttillett



HEAD/JAMB DETAIL D
R

-M
.4

SEALANT

DOOR

FRAME

BLOCKING AS REQUIRED

METAL FRAMING

INSULATION WHERE INDICATED

GYPSUM WALL BOARD

HEAD/JAMB DETAIL D
R

-C
P

.3

DOOR

SHIM AS NEEDED

CONCRETE PANEL

FRAME

SEALANT

INSULATED METAL
PANEL

FOAM FILL VOID

SHIM AS 
NEEDED

CONCRETE 
PANEL

SEALANT

INSULATED METAL
PANEL

METAL TRIM

FRAME

FOAM FILL 
VOID

HEAD

JAMB

RAIN DRIP AT 
EXTERIOR ONLY

INSULATION  
WHERE 

INDICATED

GYPSUM 
BOARD

METAL 
FRAMING

INSULATION  
WHERE 

INDICATED

GYPSUM 
BOARD

METAL 
FRAMING

SILL DETAIL D
R

-C
P

.1
1

SLOPE 

INSULATION

SUB-SLAB

FLOOR SLAB

GUARD POST 

CONCRETE 
PANEL

DOCK SEAL WHERE 
INDICATED

COLD/WARM

D
-4

HEAD AND JAMB TYPE 1

INSULATED METAL PANEL

SEALANT ALL AROUND

14 GAUGE PANEL CAP,
3 ANCHORS AT JAMB ONLY

FOAM FILLED FIBER 
REINFORCED 
POLYMER FRAME

FIBER REINFORCED 
POLYMER DOOR

HEAD AND JAMB TYPE 2

NOTES:
1. PLASTIC WOOD BLOCKING NOT REQUIRED AT HEADER. 

OPTIONAL FOR DOORS 6'-0" OR GREATER

SILL TYPE 1 SILL TYPE 2

FLOOR FINISH, 
SEE SCHEDULE

FF 0'-00"
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A7003

US COLD STORAGE

PHASE III EXPANSION

DOOR AND WINDOW
DETAILS

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

SCALE:  1 1/2" = 1'-0"

A5 DOOR AT METAL STUD WALL

SCALE:  1 1/2" = 1'-0"

B5 HM/FRP/SS FRAME AT CONCRETE PANEL

SCALE:  1 1/2" = 1'-0"

C5 INSUL SECT VERT LIFT DOOR AT CONCRETE PANEL

SCALE:  3" = 1'-0"

A4 FRP DOOR HEAD AND JAMB
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A2001

B1

A2001

D1

A2011

B1

A2011

D1

A2011

A1

171615.51514.5141311.411.110.410.110

A.1

C

C.5

D

D.5

E

E.5

F

F.5

G

G.5

H

H.5

H.9 K.1

K.5

K.9

K.9

R17.1 R17.5 R22R21.5R21R20.5R20R19.5R19R18.5R18

RA

RA.6

17.5 18 19 20 20.5

9.598.5876.565.554.543.532.52

1

0.9 3.22.1

9.6 10.7 11.6

UU

PP

H.1

L.8

M.8

R.1

S

11

A.5

B

B.5

EXISTING AREA 1

AD1111

A1

AD1111

A1

A4111

C3

COLD DOCK

102

(35 F)

RAIL DOCK

109

USDA

113

(40F-70F)

A4114
D2

DEMOLITION KEY NOTES

1. REMOVE EXISTING IMP WALL

2. REMOVE EXISTING SOLID TILT-UP CONCRETE WALL
     
3. REMOVE EXISTING CURB

4. REMOVE EXISTING CONCRETE SLAB

5. REMOVE EXISTING BOLLARDS AND GUARD RAIL

6. REMOVE EXISTING DOOR & FRAME

7. REMOVE EXISTING CEILING 

8. REMOVE EXISTING STEEL GIRTS

9. REMOVE EXISTING STEEL BRACING
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DEMOLIOTION PLAN NOTES AND LEGEND

DEMOLITION PLAN - GENERAL NOTES

LEGEND
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AD1101

US COLD STORAGE

PHASE III EXPANSION

OVERALL FIRST FLOOR
DEMOLITION PLAN

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/32" = 1'-0"
A1

OVERALL FIRST FLOOR  DEMOLITION PLAN

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

0' 16' 32' 64'8'

NO. DESCRIPTION DATE

C PERMIT ISSUE 05/26/2023

B DESIGN DEVELOPMENT 2 04/03/2023
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Tanya Frantzen Tillett
2023.05.30 11:01:26-04'00'

ttillett



DEMOLITION KEY NOTES

1. REMOVE EXISTING IMP WALL

2. REMOVE EXISTING SOLID TILT-UP CONCRETE WALL
     
3. REMOVE EXISTING CURB

4. REMOVE EXISTING CONCRETE SLAB

5. REMOVE EXISTING BOLLARDS AND GUARD RAIL

6. REMOVE EXISTING DOOR & FRAME

7. REMOVE EXISTING CEILING 

8. REMOVE EXISTING STEEL GIRTS

9. REMOVE EXISTING STEEL BRACING
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DEMOLIOTION PLAN NOTES AND LEGEND

DEMOLITION PLAN - GENERAL NOTES
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171615.51514.5141311.411.1

A.1
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C.5

D

D.5

E

E.5

F

F.5

G

G.5

H

H.5

H.9

K.1

K.1

K.5

K.9

K.9

R17.1 R17.5 R22R21.5R21R20.5R20R19.5R19R18.5R18

17.5 18 19 20 20.5

EXISTING AREA 1

A4111

C3

3111111

3

1

2

2

22222

3

3

3

2

3

6

1

1

4 4

4

1

3
44

AD1112

D1

AD1112

B1

A1

B5

COLD DOCK

102

(35 F)

RAIL DOCK

109

USDA

113

(40F-70F)
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AD1111

US COLD STORAGE

PHASE III EXPANSION

PARTIAL FIRST FLOOR
DEMOLITION PLAN - AREA

1

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/16" = 1'-0"
A1

PARTIAL FIRST FLOOR DEMOLITION PLAN - AREA 1

0' 8' 16' 32'4'

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23
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0"
FIN. FLR.

0"
FIN. FLR.

25'-3 1/2"
B/DECK

K.1 K.5 LK.9

14'-0"
T/STEEL

14'-0"
T/STEEL

C3
A3002

C3
A3002

A3
A3002

A3
A3002

8 8

1

33

4

0"
FIN. FLR.

0"
FIN. FLR.

25'-3 1/2"
B/DECK

25'-3 1/2"
B/DECK

-4'-4"
T/CONC

-4'-4"
T/CONC

17.518192020.5

14'-0"
T/STEEL

14'-0"
T/STEEL

C1
A3001

C1
A3001

5

63333

5

11111111

0"
FIN. FLR.

0"
FIN. FLR.

FDN -05'-06"
-5'-6"

FDN -05'-06"
-5'-6"

17R17.1R17.5R22 R21.5 R21 R20.5 R20 R19.5 R19 R18.5 R18

43'-6"
B/DECK

43'-6"
B/DECK

A5
A4501

A5
A4501

D1
A3001

D1
A3001

C1
A3001

C1
A3001

8 8

8

6

1

3

1 3

4

0"
FIN. FLR.

0"
FIN. FLR.

17 17.5 18 19 20 20.5

C1
A3001

C1
A3001

8 8

3

11

3 3 3 3

1 1

1 1

DEMOLITION KEY NOTES

1. REMOVE EXISTING IMP WALL

2. REMOVE EXISTING SOLID TILT-UP CONCRETE WALL
     
3. REMOVE EXISTING CURB

4. REMOVE EXISTING CONCRETE SLAB

5. REMOVE EXISTING BOLLARDS AND GUARD RAIL

6. REMOVE EXISTING DOOR & FRAME

7. REMOVE EXISTING CEILING 

8. REMOVE EXISTING STEEL GIRTS

9. REMOVE EXISTING STEEL BRACING

�����������	
	��������������	�������	�����

������	��	��	��
����
	���������	��
���������

�����	��������
	��������������
������	������

����
	������
���������������������
���	���
��

�����
	����
����������
	����

���������	���	��
������
���	���
����
��

�����	���������
	����
�����	
����

����
���������������
���������������������������

	��������������������
���������������


	���
���

��������	������������������������
�������

�����	�����������
	���������

������������������
�����	����������
	�����

����
������������
�����������	��
����

���	���
��

 ����������	���	������������	�������	��
��

���	���������	������������
	���

�
���
�����������
���������!�����	�

����
�����������	��������������������
	���

��������	��

DEMOLIOTION PLAN NOTES AND LEGEND

DEMOLITION PLAN - GENERAL NOTES
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AD1112

US COLD STORAGE

PHASE III EXPANSION

PARTIAL FIRST FLOOR
DEMOLITION ELEVATIONS

- AREA 1

TFT

LTW

05/26/23

PEJ

07366

LAKE CITY, FLORIDA

NO. DESCRIPTION DATE

A PERMIT ISSUE 05/26/2023

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

SCALE:  3/32" = 1'-0"
B5

ELEVATION COLD DOCK - EAST

SCALE:  3/32" = 1'-0"
A1

ELEVATION COLD DOCK - SOUTH

SCALE:  3/32" = 1'-0"
D1

ELEVATION RAIL DOCK - SOUTH

SCALE:  3/32" = 1'-0"
B1

ELEVATION COLD DOCK - NORTH

0' 16' 32' 64'8'

0' 16' 32' 64'8'

0' 16' 32' 64'8'

0' 16' 32' 64'8'

Tanya Frantzen Tillett
2023.05.30 11:01:49-04'00'
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A2001

C1

A2011

C1

1716

A.1

A.6

A.7

B.3

C

C.5

D

D.5

E

E.5

F

F.5

G

G.5

H

H.5

H.9

J

K.1 K.1

K.5

L

L

K.9

R17.5 R22R21.5R21R20.5R20R19.5R19R18

RA

RA.6

17.5 18

18.5

19 19.5 20 20.5

18.1 18.917.2

17.2

19.8 20.9 21.9 23

23

B.9

D.2

E.2

F.6

G.8

H.8

A.8

17.6 20.3 21.3 22.4

B.2

C.6

D.8

E.9

G.2

H.4

EXISTING AREA 1

A5
A4501

D1
A3001

D1
A3001

C3
A3002

C3
A3002

B1
A3001

B1
A3001

C1
A3002

C1
A3002

A3
A3002

A3
A3002

C1
A3001

C1
A3001

A1
A3002

A1
A3002

A1
A3001

A1
A3001

U1-6-PT

U1-6-PT

14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0" 14'-0"

U2-6-PT U2-6-PT

B2-6-PTB2-6-PTB2-6-PTB2-6-PTB2-6-PT

B1-8-PTB1-8-PT

COLD DOCK

102

(35 F)

BATTERY CHARGING

103

(AMBIENT)

FREEZER

101

(-20 F)

A4502

B1

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

VESTIBULE

103A

S836

S808

S836

GLYCOL GUARD:: SEE 
DETAIL D2/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

"G1" 3 RAIL 
GUARDRAIL: SEE 
DETAIL D4/A5061 

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

U1-6-PT

W2-6-PTW2-6-PT

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

"G1" 3 RAIL GUARDRAIL: 
SEE DETAIL D4/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

1'-6"

DOCK HANDRAIL: SEE 
DETAIL A5/A5052 

U2-6-PT

5'-0" 5'-0" 5'-0" 5'-0"

4'
-8

"
4'

-8
"

4'
-8

"

5'-10"2'-11"

4'-4" 4'-4" 4'-4" 5'-8 1/2"

W1-PT

GLYCOL GUARD:: SEE 
DETAIL D2/A5061 

2'
-5

"
1'

-1
0"

5'
-0

"

4'-4"

5'
-0

"
5'

-0
"

5'
-0

"

6'-8" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-7" 7'-4"

3'
-1

0"
5'

-4
"

3'-0" 5'-9" 5'-9" 5'-9" 5'-9" 7'-1" 5'-9" 5'-9" 5'-9" 5'-9" 3'-0"

5'
-4

"
3'

-8
"

7'-4" 10'-10 1/2" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 5'-4" 6'-8"

5'
-0

"
5'

-0
"

5'
-0

"

4'-4"5'
-0

"

1'
-9

"

2'
-1

"
6'

-6
"5'-4" 5'-4" 5'-4"

2'
-6

"

1'
-9

"3'-8" 3'-8"

2'
-2

"
3'

-0
"

4'-10" 4'-10" 4'-10""G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

4'
-6

"
3'

-8
"

5'-1" 5'-1" 5'-1" 5'-1"

2'
-2

"

4'-9" 4'-9" 4'-9" 4'-9" 3'-4"3'-10"3'-10" 5'-0" 5'-0" 5'-0" 5'-6" 3'-3"

2'
-2

"

2'
-9

"
5'

-5
"

6'-0" 6'-0"

2'
-6

"

2'
-8

"3'-8" 3'-8"

2'
-8

"

2'
-6

"

5'-7" 6'-2" 4'-11" 4'-11" 4'-11" 4'-11" 4'-11"

6'
-6

"

4'-0" 4'-0" 4'-0" 3'-4" 4'-0" 4'-0" 4'-0"

1'-6"

U1-6-PTU1-6-PT

3'-4"

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

"G1" 2 RAIL GUARDRAIL: 
SEE DETAIL B5/A5061 

6" THICK RAISED 
CONCRETE PAD

6" THICK RAISED 
CONCRETE PAD

BOLLARD/GUARD LEGEND

TAG DESCRIPTION

B1-6-P

BOLLARD/GUARD TYPE

PIPE Ø IN INCHES

BOLLARD FINISH

  FINISH                      DESCRIPTION
PT PAINTED SAFETY YELLOW
SS STAINLESS STEEL 
GLV GALVANIZED 
GP GALVANIZED & PAINTED SAFETY YELLOW

NOTE:
FOR CURB DETAILS, SEE SHEET A5035
FOR BOLLARDS AND GUARDS DETAILS, SEE SHEET A5061

1. CAST-IN-PLACE BOLLARDS: (SEE STRUCTURAL FOR DETAILS) 6" 
DIAMETER, SCHEDULE 80 STEEL PIPES, PRIME PAINTED, WITH 
CONCRETE FILL AND DOMED CAPE, PAINTED SAFETY YELLOW.

2. GOAL POSTS (U-GUARDS): 8" DIAMETER, SCHEDULE 80 STEEL 
PIPE, PAINTED SAFETY YELLOW.

3. EXTERIOR BOLLARDS: 8" DIAMETER, SCHEDULE 80 GALVANIZED 
STEEL PIPE WITH CONCRETE FILL AND DOMED CAP. PROVIDE 
YELLOW HDPE SLEEVES.

SHEET NOTES

BOLLARD NOTES

CURB LEGEND

TAG DESCRIPTION

NOTE:
FOR CURB DETAILS, SEE SHEET A5035
FOR BOLLARDS AND GUARDS DETAILS, SEE SHEET A5036

R812

"A"NGLE
"R"ADIUS
"S"TRAIGHT

OVERALL CURB 
WIDTH

CURB HEIGHT

CURB GENERAL NOTES

1. PROVIDE CONSTRUCTION JOINTS EVERY 20'-00" MAXIMUM.  
COORDINATE CURB JOINTS WITH SLAB JOINTS TO AVOID UNWANTED 
CRACKING.

2. CAULK JOINTS AND JUNCTION OF CURB TO WALL PANELS AFTER 
ROOM IS AT OPERATING TEMPERATURE.

3. SEE FLOOR PLANS AND ENLARGED PLANS FOR WALL/PARTION TYPES.  
WALL/PARTITION TYPE 'NOT SHOWN ON SLAB PLANS FOR CLARITY.

2

A

B

D
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AJ1111

US COLD STORAGE

PHASE III EXPANSION

PARTIAL SLAB PLAN -
AREA 1

TFT

LTW

04/03/2023

PEJ

07366

LAKE CITY, FLORIDA

SCALE:  1/16" = 1'-0"
A1

PARTIAL SLAB PLAN - AREA 1

0' 8' 16' 32'4'

BOLLARD/GUARD SCHEDULE

TYPE
NOMINAL

DIAMETER MATERIAL
Metal, Steel, Paint Finish, Safety Yellow

PT

B1 8" PT

B2 6" Metal, Steel, Paint Finish, Safety Yellow

B2 6" PT

B3 2" Metal, Steel, Paint Finish, Safety Yellow

U1 6" PT

U2 6" Metal, Steel, Paint Finish, Safety Yellow

U2 6" PT

W1 PT

W2 6" Metal, Steel, Paint Finish, Safety Yellow

W2 6" PT

N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

CURB  SCHEDULE

TYPE ID DESCRIPTION

S808 8" WIDE 8" TALL CONCRETE WALL CURB

S824 8" WIDE 2'-0" TALL CONCRETE WALL CURB

S836

S1236 12" WIDE 3'-0" TALL CONCRETE WALL CURB
NO. DESCRIPTION DATE

B PERMIT ISSUE 05/26/2023

A DESIGN DEVELOPMENT 2 04/03/2023

FLOOR ANGLE SEE DETAIL C4/A5053

Tanya Frantzen Tillett
2023.05.30 11:02:00-04'00'

ttillett



AREA 1

AREA 2

AREA 3

GUARDHOUSE 

TRUCK ENTRANCE 

AD1112

D1

AD1112

B1

A1

B5

A4114
D1

A4114
D2

2

A

B
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US COLD STORAGE

PHASE III EXPANSION

ARCHITECTURAL SITE
PLAN

TFT

LTW

03/06/2023

PEJ

07366

LAKE CITY, FLORIDA
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 F
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SCALE:  1" = 50'-0"
A1

ARCHITECTURAL SITE PLAN
N

KEY PLAN      
EXISTING NEW

AREA 1

R22

20.517.2

K.9

EXISTING

11.610.7

AREA 2

AREA 3

23

K.1

23

0' 50' 100' 150'25'
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Tanya Frantzen Tillett
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